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Table I-1. Evolution of the MUTCD

Year Name

Manual and Specifications for the Manufacture,
Display, and Erection of U.S. Standard Road
Markers and Signs (for rural roads)

1927 4/29, 12/31

1930 Manual on Street Traffic Signs, Signals, and
Markings (for urban streets)

No revisions

1935 Manual on Uniform Traffic Control Devices for
Streets and Highways (MUTCD)

2/39

1942 Manual on Uniform Traffic Control Devices for
Streets and Highways — War Emergency Edition

No revisions

1948 Manual on Uniform Traffic Control Devices for
Streets and Highways 

9/54

1961 Manual on Uniform Traffic Control Devices for
Streets and Highways 

No revisions

1971 Manual on Uniform Traffic Control Devices for
Streets and Highways 

11/71, 4/72, 3/73, 10/73,
6/74, 6/75, 9/76, 12/77

1978 Manual on Uniform Traffic Control Devices for
Streets and Highways 

12/79, 12/83, 9/84, 3/86

1988 Manual on Uniform Traffic Control Devices for
Streets and Highways 

1/90, 3/92, 9/93, 11/94,
12/96, 6/98, 1/00

2000 Manual on Uniform Traffic Control Devices for
Streets and Highways —  Millennium Edition 

12/04
2003 Manual on Uniform Traffic Control Devices for

Streets and Highways

TBD Manual on Uniform Traffic Control Devices for
Streets and Highways

Month / Year
Revised



Afternoon / Evening PM
Alternate ALT
AM Radio AM
Avenue AVE, AV
Bicycle BIKE
Boulevard BLVD*
Bridge (See Table 1A-2)
CB Radio CB
Center (as part of a 
place name) CTR
Circle CIR*
Civil Defense CD
Compressed Natural CNG
Gas
Court CT*
Crossing (other than X-ING
highway-rail)
Drive DR*
East E
Electric Vehicle EV
Expressway EXPWY*
Feet FT
FM Radio FM
Freeway FRWY, FWY*
Friday FRI
Hazardous Material HAZMAT
High Occupancy HOV
Vehicle
Highway HWY*
Hospital HOSP
Hour(s) HR, HRS
Information INFO
Inherently Low Emission ILEV
Vehicle
International INTL
Interstate (See Table 1A-2)
Junction / Intersection JCT
Kilogram kg
Kilometer(s) km

Kilometers Per Hour km/h
Lane LA, LN*
Liquid Propane Gas LP-GAS
Maximum MAX
Meter(s) m
Metric Ton t
Mile(s) MI
Miles Per Hour MPH 
Minimum MIN
Minute(s) MIN
Monday MON
Morning / Late Night AM
National NATL
North N
Parkway PKWY*
Pedestrian PED
Place PL*
Pounds LBS
Road RD*
Saturday SAT
South S
Street ST*
Sunday SUN
Telephone PHONE
Temporary TEMP
Terrace TER*
Thursday THURS
Thruway THWY*
Tons of Weight T
Township TWP
Trail TR*
Tuesday TUES
Turnpike TPK*
Two-Way Intersection 2-WAY
US Numbered Route US
Wednesday WED
West W

Table 1A-1. Acceptable Abbreviations

Word Message Standard
Abbreviation Word Message Standard

Abbreviation

*This abbreviation shall not be used for any application other than the name of a roadway.

 



Table 1A-2. Abbreviations That Shall Only be Used 
on Portable Changeable Message Signs (Sheet 1 of 2)

* This abbreviation, when accompanied by the prompt word, may be used on traffic control devices other
than Portable Changeable Message Signs

Prompt Word That Prompt Word That
Word Message

Standard
Should Precede the Should Follow theAbbreviation

Abbreviation Abbreviation
Access ACCS — Road

Ahead AHD Fog —

Blocked BLKD Lane —

Bridge BR* [Name] —

Cannot CANT — —

Center CNTR — Lane

Chemical CHEM — Spill

Condition COND Traffic —

Congested CONG Traffic —

Construction CONST — Ahead

Crossing XING — —

Do Not DONT — —

Downtown DWNTN — Traffic

Eastbound E-BND — —

Emergency EMER — —

Entrance, Enter ENT — —

Exit EX Next —

Express EXP — Lane

Frontage FRNTG — Road

Hazardous HAZ — Driving

Highway-Rail Grade RR XING — — 
Crossing

Interstate I-* — [Number]

It Is ITS — —

Lane LN Right, Left, Center —

Left LFT — —

Local LOC — Traffic

Lower LWR — Level

Maintenance MAINT — —

Major MAJ — Accident

Minor MNR — Accident

Normal NORM — —

Northbound N-BND — —

Oversized OVRSZ — Load

Parking PKING — —

Pavement PVMT Wet

Prepare PREP — To Stop

Quality QLTY Air —

Right RT Keep, Next —

Right RT — Lane

Roadwork RDWK — Ahead, [Distance]

Route RT, RTE Best —

Service SERV — —



Table 1A-2. Abbreviations That Shall Only be Used 
on Portable Changeable Message Signs (Sheet 2 of 2)

Prompt Word That Prompt Word That
Word Message

Standard
Should Precede the Should Follow theAbbreviation

Abbreviation Abbreviation
Shoulder SHLDR — —

Slippery SLIP — —

Southbound S-BND — —

Speed SPD — —

Tires With Lugs LUGS — —

Traffic TRAF — —

Travelers TRVLRS — —

Two-Wheeled Vehicles CYCLES — —

Upper UPR — Level

Vehicle(s) VEH, VEHS — —

Warning WARN — —

Westbound W-BND — —

Will Not WONT — —



Abbreviation Intended Word Common Misinterpretations

ACC Accident Access (Road)
CLRS Clears Colors
DLY Delay Daily
FDR Feeder Federal
L Left Lane (Merge)
LT Light (Traffic) Left
PARK Parking Park
POLL Pollution (Index) Poll
RED Reduce Red
STAD Stadium Standard
WRNG Warning Wrong

Table 1A-3. Unacceptable Abbreviations 



Table 2A-1. Illumination of Sign Elements

Symbol or word message
Portions of the sign border

Means of Illumination Sign Element 
To Be Illuminated

Symbol or word message
Background
Symbol, word message, and
background (through a 
translucent material)

Light behind the sign face

Attached or independently mounted light source
designed to direct essentially uniform illumination
onto the sign face

Other devices, or treatments that highlight the sign
shape, color, or message:

Luminous tubing
Fiber optics 
Incandescent light bulbs
Luminescent panels

Symbol or word message
Entire sign face

Light emitting diodes (LEDs)

Entire sign face



Table 2A-2. Retroreflection of Sign Elements

Means of Retroreflection Sign Element

Symbol
Word message
Border

Symbol
Word message
Border
Background

Reflector “buttons” or similar units

A material that has a smooth, sealed outer surface
over a microstructure that reflects light



Table 2A-3. Use of Sign Shapes

Shape Signs
Octagon * Stop

Equilateral Triangle (1 point down) * Yield

Circle * Highway-Rail Grade Crossing (Advance Warning)

Pennant Shape / Isosceles Triangle * No Passing
(longer axis horizontal)

Pentagon (pointed up) * School Advance Warning Sign
* County Route Sign

Crossbuck * Highway-Rail Grade Crossing
(two rectangles in an “X” configuration)

Diamond Warning Series

Rectangle (including square) Regulatory Series
**Guide Series
Warning Series

Trapezoid Recreational and Cultural Interest Area Series
National Forest Route Sign

* This sign shall be exclusively the shape shown.
** Guide series includes general service, specific service, tourist-oriented directional, general 

information, recreational and cultural interest area, and emergency management signs.

 



Regulatory X X X X X X
Prohibitive X X X X
Permissive X X

Warning X X
Pedestrian X X X
Bicycle X X X

Guide X X
Interstate Route X X X
State Route X X
U.S. Route X X
County Route X X
Forest Route X X
Street Name X X
Destination X X
Reference Location X X

Information X X X
Evacuation Route X X
Road User Service X X
Recreational X X X

Temporary Traffic Control X X
Incident Management X X X
School X X
Electronic Toll Collection Only X
Changeable Message Signs

Regulatory X*** X X
Warning X X
Temporary Traffic Control X X X
Guide X X X**
Motorist Services X X X**
Incident Management X X X
School, Pedestrian, Bicycle X X X

Table 2A-4. Common Uses of Sign Colors
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* Fluorescent versions of these background colors may also be used.
** These alternative background colors would be provided by blue or green lighted pixels such that the entire CMS

would be lighted, not just the legend.
*** Red is used only for the circle and slash or other red elements of a similar static regulatory sign.
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Table 2B-1. Regulatory Sign and Plaque Sizes (Sheet 1 of 6)

* See Table 2B-2 for minimum size required for signs facing traffic on multi-lane conventional roads
Notes:
1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

Stop R1-1 2B.05 750 x 750* 900 x 900 — 750 x 750* 1200 x 1200
(30 x 30) (36 x 36) (30 x 30) (48 x 48)

Yield R1-2 2B.08 900 x 900 x 900* 1200 x 1200 1500 x 1500 750 x 750* 
(36 x 36 x 36) x 1200 x 1500 x 750 —

(48 x 48 x 48) (60 x 60 x 60) (30 x 30 x 30)
To Oncoming Traffic R1-2aP 2B.10 600 x 450 900 x 750 1200 x 900 600 x 450 —
(plaque) (24 x 18) (36 x 30) (48 x 36) (24 x 18)
All Way (plaque) R1-3P 2B.05 450 x 150 — — — 750 x 300

(18 x 6) (30 x 12)
Yield Here to Peds R1-5 2B.11 750 x 750* — — — 900 x 900

(30 x 30) (36 x 36)
Yield Here to Pedestrians R1-5a 2B.11 750 x 1050* — — — 900 x 1200

(30 x 42) (36 x 48)
Stop Here for Peds R1-5b 2B.11 750 x 750* — — — 900 x 900 

(30 x 30) (36 x 36)
Stop Here for Pedestrians R1-5c 2B.11 750 x 1050* — — — 900 x 1200

(30 x 42) (36 x 48)
In-Street Ped Crossing R1-6,6a 2B.12 300 x 900 — — — —

(12 x 36)
Overhead Ped Crossing R1-9,9a 2B.12 2250 x 600 — — — —

(90 x 24)
Except Right Turn (plaque) R1-10P 2B.05 600 x 450 — — — —

(24 x 18)
Speed Limit (English) R2-1 2B.13 600 x 750* 900 x 1200 1200 x 1500 450 x 600* 750 x 900

(24 x 30) (36 x 48) (48 x 60) (18 x 24) (30 x 36)
Speed Limit (Metric) R2-1(M) 2B.13 600 x 900* 900 x 1350 1200 x 1800 600 x 900* 750 x 1050

(24 x 36) (36 x 54) (48 x 72) (24 x 36) (30 x 42)
Truck Speed Limit R2-2P 2B.14 600 x 600 900 x 900 1200 x 1200 — 900 x 900
(English) (plaque) (24 x 24) (36 x 36) (48 x 48) (36 x 36)
Truck Speed Limit R2-2P(M) 2B.14 600 x 750 900 x 1200 900 x 1200 450 x 600 1200 x 1500
(Metric) (plaque) (24 x 30) (36 x 48) (36 x 48) (18 x 24) (48 x 60)
Night Speed Limit R2-3P 2B.15 600 x 600 900 x 900 1200 x 1200 — 900 x 900
(English) (plaque) (24 x 24) (36 x 36) (48 x 48) (36 x 36)
Night Speed Limit R2-3P(M) 2B.15 600 x 750 900 x 1200 1200 x 1500 — 1200 x 1500
(Metric) (plaque) (24 x 30) (36 x 48) (48 x 60) (48 x 60)
Minimum Speed Limit R2-4P 2B.16 600 x 750 900 x 1200 1200 x 1500 — 900 x 1200
(English) (plaque) (24 x 30) (36 x 48) (48 x 60) (36 x 48)
Minimum Speed Limit R2-4P(M) 2B.16 600 x 900 900 x 1350 1200 x 1800 — 900 x 1350
(Metric) (plaque) (24 x 36) (36 x 54) (48 x 72) (36 x 54)
Combined Speed Limit R2-4a 2B.16 600 x 1200 900 x 1800 1200 x 2400 — 900 x 1800
(English) (24 x 48) (36 x 72) (48 x 96) (36 x 72)
Combined Speed Limit R2-4a(M) 2B.16 600 x 1350 900 x 1950 1200 x 2550 — 900 x 1950
(Metric) (24 x 54) (36 x 78) (48 x 102) (36 x 78)
Unless Otherwise Posted R2-5P 2B.13 600 x 450 — — — —
(plaque) (24 x 18)
Citywide (plaque) R2-5aP 2B.13 600 x 150 — — — —

(24 x 6)
Neighborhood (plaque) R2-5bP 2B.13 600 x 150 — — — —

(24 x 6)
Residential (plaque) R2-5cP 2B.13 600 x 150 — — — —

(24 x 6)
Fines Higher (plaque) R2-6P 2B.17 600 x 600 900 x 900 1200 x 1200 — 900 x 900

(24 x 24) (36 x 36) (48 x 48) (36 x 36)
Fines Double (plaque) R2-6aP 2B.17 600 x 600 900 x 900 1200 x 1200 — 900 x 900 

(24 x 24) (36 x 36) (48 x 48) (36 x 36)
$XX Fine (plaque) R2-6bP 2B.17 600 x 600 900 x 900 1200 x 1200 — 900 x 900

(24 x 24) (36 x 36) (48 x 48) (36 x 36)
Movement Prohibition R3-1,2,3,4, 2B.18 600 x 600* 900 x 900 — — 1200 x 1200

18,27 (24 x 24) (36 x 36) (48 x 48)
Mandatory Movement R3-5,5a 2B.20 750 x 900 — — — —
Lane Control (30 x 36)
Left Lane (plaque) R3-5bP 2B.20 750 x 300 — — — —

(30 x 12)
HOV 2+ (plaque) R3-5cP 2B.20 600 x 300 — — — —

(24 x 12)
Taxi Lane (plaque) R3-5dP 2B.20 750 x 300 — — — —

(30 x 12)
Center Lane (plaque) R3-5eP 2B.20 750 x 300 — — — —

(30 x 12)



Table 2B-1. Regulatory Sign and Plaque Sizes (Sheet 2 of 6)

* See Table 2B-2 for minimum size required for signs facing traffic on multi-lane conventional roads
Notes:
1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

Right Lane (plaque) R3-5fP 2B.20 750 x 300 — — — —
(30 x 12)

Bus Lane (plaque) R3-5gP 2B.20 750 x 300 — — — —
(30 x 12)

Optional Movement R3-6 2B.21 750 x 900 — — — —
Lane Control (30 x 36)
Right (Left) Lane Must R3-7 2B.20 750 x 750* — — — —
Turn Right (Left) (30 x 30)
Advance Intersection R3-8,8a,8b 2B.22 Varies x 750 — — — Varies x 900
Lane Control (Varies x 30) (Varies x 36)
Two-Way Left Turn Only R3-9a 2B.24 750 x 900 — — — —
(overhead) (30 x 36)
Two-Way Left Turn Only R3-9b 2B.24 600 x 900 — — — 900 x 1200
(post-mounted) (24 x 36) (36 x 48)
Reversible Lane Control R3-9d 2B.25 2700 x 1200 — — — —
(symbol) (108 x 48)
Reversible Lane Control R3-9f 2B.25 750 x 1050* — — — —
(post-mounted) (30 x 42)
Advance Reversible Lane R3-9g,9h 2B.25 2700 x 900 — — — —
Control Transition Signing (108 x 36)
End Reverse Lane R3-9i 2B.25 2700 x 1200 — — — —

(108 x 48)
Preferential Lane Vehicle R3-10 2B.27 750 x 1050 900 x 1500 1950 x 2400 — 1950 x 2400
Occupancy Definition series (30 x 42) (36 x 60) (78 x 96) (78 x 96)
(post-mounted)
Preferential Lane R3-11 2B.28 750 x 1050 900 x 1500 1950 x 2400 — 1950 x 2400
Periods of Operation series (30 x 42) (36 x 60) (78 x 96) (78 x 96)
(post-mounted)
Motorcycles Allowed R3-11P 2B.28 750 x 375 900 x 450 1950 x 900 — 1950 x 900
(plaque) (30 x 15) (36 x 18) (78 x 36) (78 x 36)
Preferential Lane R3-12 2B.29, 750 x 1050 900 x 1500 1200 x 2100 — 1200 x 2100
Ahead or Ends series 2B.30 (30 x 42) (36 x 60) (48 x 84) (48 x 84)
(post-mounted)
Preferential Lane Vehicle R3-13 2B.27 1650 x 900 2100 x 1200 3600 x 1950 — 3600 x 1950
Occupancy Definition series (66 x 36) (84 x 48) (144 x 78) (144 x 78)
(overhead)
HOV Lane Periods of R3-14,14a 2B.28 1800 x 1500 2400 x 1800 3600 x 2650 — 3600 x 2650
Operation (overhead) (72 x 60) (96 x 72) (144 x 106) (144 x 106)
Preferential Lane Periods R3-14b 2B.28 2400 x 1500 3000 x 1800 4200 x 2650 — 4200 x 2650
of Operation (overhead) (96 x 60) (120 x 72) (168 x 106) (168 x 106)
ETC Lane Periods of R3-14c 2B.28 2250 x 1500 2700 x 1800 3900 x 2650 — 3900 x 2650
Operation (overhead) (90 x 60) (108 x 72) (156 x 106) (156 x 106)
HOV Lane Ahead or Ends R3-15,15b, 2B.29, 1650 x 900 2100 x 1200 2550 x 1500 — 2250 x 1500
(overhead) 15c 2B.30 (66 x 36) (84 x 48) (102 x 60) (102 x 60)
HOV Lane Begins XX km R3-15a 2B.29, 1950 x 1050 2250 x 1350 3300 x 1800 — 3300 x 1800
(Miles) (overhead) 2B.30 (78 x 42) (102 x 54) (132 x 72) (132 x 72)
Preferential Lane Ahead  R3-15d,15e 2B.29, 1050 x 900 1350 x 1200 1800 x 1500 — 1800 x 1500 
or Ends (overhead) 2B.30 (42 x 36) (54 x 48) (72 x 60) (72 x 60)
ETC Only, No Cash R3-16 2B.31 — 3600 x 3600 3600 x 3600 — —
(1 lane) (144 x 144) (144 x 144)
ETC Only, No Cash R3-16 2B.31 — 4800 x 3450 4800 x 3450 — —
(2 lanes) (192 x 138) (192 x 138)
Begin Right (Left) R3-20 2B.20 600 x 900 — — — —
Turn Lane (24 x 36)
All Turns (U Turn) from R3-23,23a 2B.33 1500 x 900 — — — —
Right Lane (60 x 36)
All Turns (U Turn) R3-24,24b, 2B.33 1800 x 450 — — — —
with arrow 25,25b,26a (72 x 18)
U and Left Turns R3-24a, 2B.33 1500 x 600 — — — —
with arrow 25a,26 (60 x 24)
Toll Rate Schedule R3-28 2B.31 — 2850 x 1200 2850 x 1200 — —

(114 x 48) (114 x 48)
Pay Toll (plaque) R3-29P 2B.31 — 600 x 450 600 x 450 — —

(24 x 18) (24 x 18)
Take Ticket (plaque) R3-30P 2B.31 — 600 x 450 600 x 450 — —

(24 x 18) (24 x 18)
Managed Lane Rate R3-31 2B.32 — 4050 x 2400 4050 x 2400 — —
per Mile (162 x 96) (162 x 96)
Managed Lane Rates R3-32 2B.32 — 4050 x 3900 4050 x 3900 — —
to 2 Exits (162 x 156) (162 x 156)



Table 2B-1. Regulatory Sign and Plaque Sizes (Sheet 3 of 6)

* See Table 2B-2 for minimum size required for signs facing traffic on multi-lane conventional roads
Notes:
1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

Right Lane Must Exit R3-33 2B.23 — 1200 x 1500 1200 x 1500 — —
(48 x 60) (48 x 60)

Do Not Pass (symbol) R4-1 2B.34 600 x 600 900 x 900 1200 x 1200 — 900 x 900
(24 x 24) (36 x 36) (48 x 48) (36 x 36)

Do Not Pass (plaque) R4-1P 2B.34 600 x 300 900 x 450 1200 x 600 — 900 x 450
(24 x 12) (36 x 18) (48 x 24) (36 x 18)

Do Not Pass R4-1a 2B.34 600 x 750 900 x 1200 1200 x 1500 450 x 600 900 x 1200
(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)

Pass With Care R4-2 2B.37 600 x 750 900 x 1200 1200 x 1500 450 x 600 900 x 1200
(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)

Slower Traffic Keep Right R4-3 2B.38 600 x 750 900 x 1200 1200 x 1500 450 x 600 900 x 1200
(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)

Trucks Use Right Lane R4-5 2B.39 600 x 750 900 x 1200 1200 x 1500 — 900 x 1200
(24 x 30) (36 x 48) (48 x 60) (36 x 48)

Keep Right R4-7,7a,7b 2B.40 600 x 750 900 x 1200 1200 x 1500 450 x 600 900 x 1200
(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)

Narrow Keep Right R4-7c 2B.40 450 x 750 — — — —
(18 x 30)

Keep Left R4-8,8a,8b 2B.40 600 x 750 900 x 1200 1200 x 1500 450 x 600 900 x 1200
(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)

Narrow Keep Left R4-8c 2B.40 450 x 750 — — — —
(18 x 30)

Stay in Lane R4-9 2B.41 600 x 750 900 x 1200 900 x 1200 450 x 600 900 x 1200
(24 x 30) (36 x 48) (36 x 48) (18 x 24) (36 x 48)

Runaway Vehicles Only R4-10 2B.42 1200 x 1200 — — — —
(48 x 48)  

Slow Vehicles with XX or  R4-12 2B.43 1050 x 600 — — — —
More Following Vehicles (42 x 24)
Must Use Turn-Out
Slow Vehicles Must R4-13 2B.43 1050 x 600 — — — —
Use Turn-Out Ahead (42 x 24)
Slow Vehicles Must R4-14 2B.43 750 x 1050 — — — —
Turn Out (30 x 42)
Do Not Pass When Solid R4-15 2B.35 1200 x 1200 — — — —
Line Is on Your Side (48 x 48)
Keep Right Except to Pass R4-16 2B.38 600 x 750 900 x 1200 1200 x 1500 450 x 600 900 x 1200

(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)
Do Not Drive on Shoulder R4-17 2B.36 600 x 750 900 x 1200 1200 x 1500 450 x 600 900 x 1200

(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)
Do Not Pass on Shoulder R4-18 2B.36 600 x 750 900 x 1200 1200 x 1500 450 x 600 900 x 1200

(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)
Do Not Enter R5-1 2B.44 750 x 750* 900 x 900 1200 x 1200 750 x 750* 900 x 900

(30 x 30) (36 x 36) (48 x 48) (30 x 30) (36 x 36)
Wrong Way R5-1a 2B.45 900 x 600* 900 x 600* 1050 x 750 750 x 450* 1050 x 750

(36 x 24) (36 x 24) (42 x 30) (30 x 18) 42 x 30)
No Trucks R5-2,2a 2B.46 600 x 600 750 x 750 900 x 900 600 x 600 900 x 900

(24 x 24) (30 x 30) (36 x 36) (24 x 24) (36 x 36)
No Motor Vehicles R5-3 2B.46 600 x 600 — — 600 x 600 —

(24 x 24) (24 x 24)
No Commercial Vehicles R5-4 2B.46 600 x 750 900 x 1200 1200 x 1500 — —

(24 x 30) (36 x 48) (48 x 60)
No Vehicles with Lugs R5-5 2B.46 600 x 750 900 x 1200 1200 x 1500 — —

(24 x 30) (36 x 48) (48 x 60)
No Bicycles R5-6 2B.46 600 x 600 750 x 750 900 x 900 600 x 600 1200 x 1200

(24 x 24) (30 x 30) (36 x 36) (24 x 24) (48 x 48)
No Non-Motorized Traffic R5-7 2B.46 750 x 600 1050 x 600 1200 x 750 — 1050 x 600

(30 x 24) (42 x 24) (48 x 30) (42 x 24)
No Motor-Driven Cycles R5-8 2B.46 750 x 600 1050 x 600 1200 x 750 — 1050 x 600

(30 x 24) (42 x 24) (48 x 30) (42 x 24)
No Pedestrians, Bicycles, R5-10a 2B.46 750 x 900 — — — —
Motor-Driven Cycles (30 x 36)
No Pedestrians or Bicycles R5-10b 2B.46 750 x 450 — — — —

(30 x 18)
No Pedestrians R5-10c 2B.46 600 x 300 — — — —

(24 x 12)

Authorized Vehicles Only R5-13 2B.46 750 x 600 — — — —
(30 x 24)

For Official Use Only R5-14 2B.46 600 x 750 — — — —
(24 x 30)



Table 2B-1. Regulatory Sign and Plaque Sizes (Sheet 4 of 6)

* See Table 2B-2 for minimum size required for signs facing traffic on multi-lane conventional roads
Notes:
1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

One Way R6-1 2B.47 900 x 300* 1350 x 450 1350 x 450 — 1350 x 450
(36 x 12) (54 x 18) (54 x 18) (54 x 18)

One Way R6-2 2B.47 600 x 750* 900 x 1200 1200 x 1500 450 x 600* 900 x 1200
(24 x 30) (36 x 48) (48 x 60) (18 x 24) (36 x 48)

Divided Highway Crossing R6-3,3a 2B.49 750 x 600 900 x 750 — — 900 x 750
(30 x 24) (36 x 30) (36 x 30)

Roundabout Directional R6-4 2B.50 750 x 600 — — — —
(2 chevrons) (30 x 24)
Roundabout Directional R6-4a 2B.50 1200 x 600 — — — —
(3 chevrons) (48 x 24)
Roundabout Directional R6-4b 2B.50 1500 x 600 — — — —
(4 chevrons) (60 x 24)
Roundabout Circulation R6-5P 2B.51 750 x 750 — — — —
(plaque) (30 x 30)
Parking Restrictions R7-1,2,2a,3,4,5, 2B.53 300 x 450 — — — —

6,7,8,21,21a,22, (12 x 18)
22a,23,23a,107,108

Van Accessible (plaque) R7-8aP,8bP 2B.53 450 x 225 — — — —
(18 x 9)

Fee Station R7-20 2B.53 600 x 450 — — — —
(24 x 18)

No Parking R7-107a 2B.53 300 x 750 — — — —
(with transit logo) (12 x 30)
No Parking / Restricted R7-200 2B.53 600 x 450 — — — —
Parking (combined sign) (24 x 18)
No Parking / Restricted R7-200a 2B.53 300 x 750 — — — —
Parking (combined sign) (12 x 30)
Tow Away Zone (plaque) R7-201P, 2B.53 300 x 150 — — — —

201aP (12 x 6)
This Side of Sign (plaque) R7-202P 2B.53 300 x 150 — — — —

(12 x 6)
Emergency Snow Route R7-203 2B.53 450 x 600 — — — 600 x 750

(18 x 24) (24 x 30)
No Parking on Pavement R8-1 2B.53 600 x 750 900 x 1200 1200 x 1500 — 900 x 1200

(24 x 30) (36 x 48) (48 x 60) (36 x 48)
No Parking Except on R8-2 2B.53 600 x 750 900 x 1200 1200 x 1500 — 900 x 1200
Shoulder (24 x 30) (36 x 48) (48 x 60) (36 x 48)
No Parking R8-3 2B.53 600 x 750 900 x 900 1200 x 1200 450 x 600 900 x 900

(24 x 30) (36 x 36) (48 x 48) (18 x 24) (36 x 36)
No Parking (symbol) R8-3a 2B.53 600 x 600* 900 x 900 1200 x 1200 300 x 300* 900 x 900

(24 x 24) (36 x 36) (48 x 48) (12 x 12) (36 x 36)
Except Sundays R8-3bP 2B.53 600 x 450 — — 300 x 225 750 x 600
& Holidays (plaque) (24 x 18) (12 x 9) (30 x 24)
On Pavement (plaque) R8-3cP 2B.53 600 x 450 — — 300 x 225 750 x 600

(24 x 18) (12 x 9) (30 x 24)
On Bridge (plaque) R8-3dP 2B.53 600 x 450 — — 300 x 225 750 x 600

(24 x 18) (12 x 9) (30 x 24)
On Tracks (plaque) R8-3eP 2B.53 600 x 450 — — 300 x 255 750 x 600

(24 x 18) (12 x 9) (30 x 24)
Except on Shoulder R8-3fP 2B.53 600 x 450 — — 300 x 225 750 x 600
(plaque) (24 x 18) (12 x 9) (30 x 24)
Loading Zone R8-3gP 2B.53 600 x 450 — — 300 x 225 750 x 600
(plaque) (24 x 18) (12 x 9) (30 x 24)
Times of Day R8-3hP 2B.53 600 x 450 — — 300 x 225 750 x 600
(plaque) (24 x 18) (12 x 9) (30 x 24)
Emergency Parking Only R8-4 2B.56 750 x 600 750 x 600 1200 x 900 — 1200 x 900

(30 x 24) (30 x 24) (48 x 36) (48 x 36)
No Stopping on Pavement R8-5 2B.53 600 x 750 900 x 1200 1200 x 1500 — 900 x 1200

(24 x 30) (36 x 48) (48 x 60) (36 x 48)
No Stopping Except on R8-6 2B.53 600 x 750 900 x 1200 1200 x 1500 — 900 x 1200
Shoulder (24 x 30) (36 x 48) (48 x 60) (36 x 48)
Emergency Stopping Only R8-7 2B.56 750 x 600 1200 x 900 1200 x 900 — 1200 x 900

(30 x 24) (48 x 36) (48 x 36) (48 x 36)
Walk on Left Facing Traffic R9-1 2B.57 450 x 600 — — — —

(18 x 24)
Cross Only at Crosswalks R9-2 2B.58 300 x 450 — — — —

(12 x 18)
No Pedestrian Crossing R9-3 2B.58 450 x 450 600 x 600 750 x 750 450 x 450 750 x 750
(symbol) (18 x 18) (24 x 24) (30 x 30) (18 x 18) (30 x 30)



Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

Table 2B-1. Regulatory Sign and Plaque Sizes (Sheet 5 of 6)

* See Table 2B-2 for minimum size required for signs facing traffic on multi-lane conventional roads
Notes:
1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

No Pedestrian Crossing R9-3a 2B.58 300 x 450 — — — —
(12 x 18)

Use Crosswalk (plaque) R9-3bP 2B.58 450 x 300 — — — —
(18 x 12)

No Hitchhiking R9-4 2B.57 450 x 450 — — — 600 x 600
(symbol) (18 x 18) (24 x 24)
No Hitchhiking R9-4a 2B.57 450 x 600 — — 300 x 450 —

(18 x 24) (12 x 18)
Cross Only On Green R10-1 2B.59 300 x 450 — — — —

(12 x 18)
Pedestrian Signs and R10-2,3,3b,3c, 2B.59 225 x 300 — — — —
Plaques 3d,4,25,32P (9 x 12)
Pedestrian Signs R10-3a,3e,3f, 2B.59 225 x 375 — — — —

3g,3h,3i,4a (9 x 15)
Left on Green Arrow Only R10-5 2B.59 750 x 900 1200 x 1500 — — 1200 x 1500

(30 x 36) (48 x 60) (48 x 60)
Stop Here on Red R10-6 2B.59 600 x 900 — — — 900 x 1200

(24 x 36) (36 x 48)
Stop Here on Red R10-6a 2B.59 600 x 750 — — — —

(24 x 30)
Do Not Block Intersection R10-7 2B.59 600 x 750 — — — —

(24 x 30)
Use Lane with Green R10-8 2B.59 900 x 1050 900 x 1050 — — 1500 x 1800
Arrow (36 x 42) (36 x 42) (60 x 72)
Left (Right) Turn Signal R10-10 2B.59 750 x 900 — — — —

(30 x 36)
No Turn on Red R10-11 2B.59 600 x 750* — — — 900 x 1200

(24 x 30) (36 x 48)
No Turn on Red R10-11a 2B.59 750 x 900* — — — —

(30 x 36)
No Turn on Red R10-11b 2B.59 900 x 900 — — — —

(36 x 36)
No Turn on Red R10-11c 2B.59 750 x 1050 — — — —
Except From Right Lane (30 x 42)
No Turn on Red R10-11d 2B.59 750 x 1050 — — — —
From This Lane (30 x 42)
Left Turn Yield on Green R10-12 2B.59 750 x 900 — — — —

(30 x 36)
Emergency Signal R10-13 2B.59 1050 x 750 — — — —

(42 x 30)
Emergency Signal - Stop R10-14 2B.59 900 x 1050 — — — —
on Flashing Red (36 x42)
Emergency Signal - Stop R10-14a 2B.59 1500 x 600 — — — —
on Flashing Red (overhead) (60 x 24)
Turning Vehicles R10-15 2B.59 750 x 750 — — — —
Yield to Peds (30 x 30)
U-Turn Yield to Right Turn R10-16 2B.59 750 x 900 — — — —

(30 x 36)
Right on Red Arrow R10-17a 2B.59 900 x 1200 — — — —
After Stop (36 x 48)
Traffic Laws R10-18 2B.60 900 x 600 1200 x 750 1350 x 900 — 1350 x 900
Photo Enforced (36 x 24) (48 x 30) (54 x 36) (54 x 36)
Photo Enforced (plaque) R10-19aP 2B.60 600 x 450 900 x 750 1200 x 900 — 1200 x 900

(24 x 18) (36 x 30) (48 x 36) (48 x 36)
Photo Enforced  R10-19P 2B.60 600 x 300 900 x 450 1200 x 600 — 1200 x 600
(symbol plaque) (24 x 12) (36 x 18) (48 x 24) (48 x 24)
MON—FRI (and times) R10-20aP 2B.59 600 x 600 — — — —
(3 lines) (plaque) (24 x 24)
SUNDAY (and times) R10-20aP 2B.59 600 x 450 — — — —
(2 lines) (plaque) (24 x 18)
Left Turn Signal— R10-21 2B.59 750 x 900 — — — —
Yield on Green (30 x 36)
Crosswalk, Stop on Red R10-23 2B.59 600 x 750 — — — —

(24 x 30)
Left Turn Yield on Flashing R10-27 2B.59 750 x 900 — — — —
Red Arrow After Stop (30 x 36)
XX Vehicles Per Green R10-28 2B.61 600 x 750 — — — —

(24 x 30)
XX Vehicles Per Green R10-29 2B.61 900 x 600 — — — —
Each Lane (36 x 24)



* See Table 2B-2 for minimum size required for signs facing traffic on multi-lane conventional roads
Notes:
1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Table 2B-1. Regulatory Sign and Plaque Sizes (Sheet 6 of 6)

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

Right Turn on Red Must R10-30 2B.59 750 x 900 — — — —
Yield to U-Turn (30 x 36)
At Signal (plaque) R10-31P 2B.59 600 x 225 — — — —

(24 x 9)
Keep Off Median R11-1 2B.62 600 x 750 — — — —

(24 x 30)
Road Closed R11-2 2B.63 1200 x 750 — — — —

(48 x 30)
Road Closed - Local R11-3a, 2B.63 1500 x 750 — — — —
Traffic Only 3b,4 (60 x 30)
Weight Limit R12-1,2 2B.64 600 x 750 900 x 1200 — 600 x 750 900 x 1200

(24 x 30) (36 x 48) (24 x 30) (36 x 48)
Weight Limit R12-3 2B.64 600 x 900 — — — —

(24 x 36)
Weight Limit R12-4 2B.64 900 x 600 — — — —

(36 x 24)
Weight Limit R12-5 2B.64 600 x 900 900 x 1200 1200 x 1500 — —

(24 x 36) (36 x 48) (48 x 60)
Weigh Station R13-1 2B.65 1800 x 1350 2400 x 1800 3000 x 2250 — —

(72 x 54) (96 x 72) (120 x 90)
Truck Route R14-1 2B.66 600 x 450 — — — —

(24 x 18)
Hazardous Material R14-2,3 2B.67 600 x 600 750 x 750 900 x 900 — 1050 x 1050

(24 x 24) (30 x 30) (36 x 36) (42 x 42)
National Network R14-4,5 2B.68 750 x 750 900 x 900 900 x 900 — 1050 x 1050

(30 x 30) (36 x 36) (36 x 36) (42 x 42)
Fender Bender R16-4 2B.70 900 x 600 1200 x 900 1500 x 1200 — 1200 x 900 
Move Vehicles (36 x 24) (48 x 36) (60 x 48) (48 x 36)
Lights On When Using R16-5,6 2B.69 600 x 750 900 x 1200 1200 x 1500 — 900 x 1200 
Wipers or Raining (24 x 30) (36 x 48) (48 x 60) (36 x 48)
Turn On Headlights R16-7 2B.69 1200 x 375 1800 x 600 2400 x 750 — 1800 x 600
Next XX km (Miles) (48 x 15) (72 x 24) (96 x 30) (72 x 24)
Turn On, Turn Off, R16-8,9,10 2B.69 750 x 375 1200 x 600 1500 x 750 — 1200 x 600
Check Headlights (30 x 15) (48 x 24) (60 x 30) (48 x 24)
Begin, End Daytime R16-11,12 2B.69 1200 x 375 1800 x 600 2400 x 750 — 1800 x 600
Headlight Section (48 x 15) (72 x 24) (96 x 30) (72 x 24)



Table 2B-2. Minimum Sizes for Signs Facing Traffic on Multi-lane Conventional Roads

Sign Sign
Designation

Minimum Size (mm) Minimum Size (inches)

Stop R1-1 900 x 900 36 x 36
Yield R1-2 1200 x 1200 x 1200 48 x 48 x 48
Yield Here to Peds R1-5 900 x 900 36 x 36
Yield Here to Pedestrians R1-5a 900 x 1200 36 x 48
Stop Here for Peds R1-5b 900 x 900 36 x 36
Stop Here for Pedestrians R1-5c 900 x 1200 36 x 48
Speed Limit (English) R2-1 750 x 900 30 x 36
Speed Limit (Metric) R2-1 750 x 1050 30 x 42
Turn Prohibition R3-1,2,3,4,18 900 x 900 36 x 36
No Right Turn Across Tracks R3-1a 750 x 900 30 x 36
No Left Turn Across Tracks R3-2a 750 x 900 30 x 36
Right (Left) Lane Must Turn Right (Left) R3-7 900 x 900 36 x 36
Reversible Lane Control (post-mounted) R3-9f 900 x 1350 36 x 54
Do Not Enter R5-1 900 x 900 36 x 36
Wrong Way R5-1a 1050 x 750 42 x 30
One Way R6-1 1350 x 450 54 x 18
One Way R6-2 750 x 900 30 x 36
No Parking (symbol) R8-3a 750 x 750 30 x 30
Left On Green Arrow Only R10-5 750 x 900 30 x 36
Left (Right) Turn Signal R10-10 750 x 900 30 x 36
No Turn on Red R10-11,11a 900 x 1200 36 x 48
No Turn on Red R10-11b 900 x 900 36 x 36
Left Turn Yield on Green R10-12 750 x 900 30 x 36



Table 2B-3. Meanings of Symbols and Legends on Reversible Lane Control Signs

Symbol / Word Message Meaning

Red X on white background Lane closed

Upward pointing black arrow on white
background (If left turns are permitted, the arrow

shall be modified to show left / through arrow)

Lane open for through travel and any turns 
not otherwise prohibited

Black two-way left turn arrows on white
background and legend ONLY

Lane may be used only for left turns in either
direction (i.e., as a two-way left turn lane)

Black single left turn arrow on white
background and legend ONLY

Lane may be used only for left turns in one
direction (without opposing left turns in the

same lane)
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Table 2C-1. Categories of Warning Signs and Plaques

Category Group Section   Signs or Plaques Sign Designations
2C.07 Turn, Curve, Reverse Turn, W1-1 through W1-5, W1-11,

Reverse Curve, Winding Road, W1-15
Hairpin Curve, 270-Degree Curve

2C.08 Advisory Speed W13-1P
2C.09 Chevron Alignment W1-8
2C.10 Combination Horizontal W1-1a, W1-2a

Alignment/Advisory Speed
2C.11 Combination Horizontal W1-10, W1-10a, W1-10b, 

Alignment/Intersection W1-10c, W1-10d
2C.12 Large Arrow (one direction) W1-6
2C.13 Truck Rollover W1-13
2C.14 Advisory Exit or Ramp Speed W13-2, W13-3
2C.15 Combination Horizontal Alignment / W13-6, W13-7

Advisory Exit or Ramp Speed
2C.16 Hill W7-1, W7-1a, W7-2P, W7-2bP

W7-3P, W7-3aP, W7-3bP
2C.17 Hill Blocks View W7-6
2C.18 Road Narrows W5-1

2C.19-20 Narrow Bridge, One Lane Bridge W5-2, W5-3
2C.21-22,24 Divided Highway, Divided Highway Ends, W6-1, W6-2, W12-1

Double Arrow
2C.23 Freeway or Expressway Ends, W19-1 through W19-5

All Traffic Must Exit
2C.25 Dead End, No Outlet W14-1, W14-1a, W14-2, W14-2a
2C.26 Low Clearance W12-2, W12-2a

2C.27-28 Bump, Dip, Speed Hump W8-1, W8-2, W17-1
2C.29 Pavement Ends W8-3
2C.30 Shoulder, Uneven Lanes W8-4, W8-9, W8-11P, W8-17,

W8-17a, W8-17P, W8-23
2C.31 Slippery When Wet, Loose Gravel,  W8-5, W8-7, W8-8, W8-13,

Rough Road, Bridge Ices Before Road, W8-14, W8-14P
Falling Rocks

2C.32 Grooved Pavement, Metal Bridge Deck W8-15, W8-15P, W8-16
2C.33 No Center Stripe W8-12
2C.34 Road May Flood, Flood Gauge, W8-18, W8-19, W8-21, W8-22

Gusty Winds Area, Watch for Fog
2C.35-38 Stop Ahead, Yield Ahead, W3-1, W3-2, W3-3, W3-4,

Signal Ahead, Be Prepared To Stop, W3-5, W3-5a, W3-6, W3-7,
Speed Reduction, Drawbridge Ahead W3-8
Ramp Meter Ahead

2C.39-41, Merge, Lane Ends, Added Lane, W4-1, W4-2, W4-3, W4-5,
45-47 Two-Way Traffic, Right Lane Exit W4-5P, W4-6, W4-7, W6-3,

Only Ahead, No Passing Zone W9-1, W9-2, W9-7, W14-3
2C.43-44 Toll Road Begins, Last Exit Before Toll, W9-4, W9-5, W9-6, W9-6P, 

Stop Ahead Pay Toll W9-6a, W9-6aP, W16-16P
2C.48 Cross Road, Side Road, T, Y, W2-1 through W2-8, W16-12P,

Circular Intersection, Side Roads W16-17P
2C.49 Large Arrow (two directions) W1-7
2C.50 Oncoming Extended Green W25-1, W25-2
2C.51 Truck Crossing, Truck (symbol), W8-6, W11-1, W11-5,

Emergency Vehicle, Tractor, W11-5a, W11-8, W11-10,
Bicycle, Golf Cart, W11-11, W11-12P, W11-14,
Horse-Drawn Vehicle, Trail Crossing W11-15, W11-15P, W16-13P

2C.52-53 Pedestrian, Deer, Cattle, W11-2, W11-3, W11-4, W11-6,
Snowmobile, Equestrian, W11-7, W11-9, W11-16 through
Wheelchair, Large Animals, Playground W11-22, W15-1, W16-13P

2C.54 New Traffic Pattern Ahead W23-2
2C.56 Downward Diagonal Arrow, Ahead W16-7P, W16-9P
2C.58 XX Feet, XX Miles, Next XX Feet, W7-3aP, W16-2P, W16-2aP, 

Next XX Miles W16-3P, W16-3aP, W16-4P
2C.59 Advance Arrow, Directional Arrow, W16-5P, W16-6P
2C.61 Advance Street Name W16-8P, W16-8aP

2C.62 Cross Traffic Does Not Stop W4-4P, W4-4aP, W4-4bP
2C.63 Share The Road W16-1P

2C.64 High-Occupancy Vehicle W16-11P
2C.65 Photo Enforced W16-10P, W16-10aP
2C.66 Metric W16-14P
2C.67 New W16-15P



Table 2C-2. Warning Sign and Plaque Sizes (Sheet 1 of 4)

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

* The minimum size required for diamond-shaped warning signs facing traffic on multi-lane conventional roads shall
be 900 x 900 mm (36 x 36 in) per Section 2C.04

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Horizontal Alignment W1-1,2,3, 2C.07 750 x 750* 900 x 900 900 x 900 — 1200 x 1200
4,5 (30 x 30) (36 x 36) (36 x 36) (48 x 48)

Combination Horizontal W1-1a,2a 2C.10 900 x 900 1200 x 1200 1200 x 1200 — 1200 x 1200
Alignment / Advisory Speed (36 x 36) (48 x 48) (48 x 48) (48 x 48)
One-Direction Large Arrow W1-6 2C.12 1200 x 600 1500 x 750 1500 x 750 — 1500 x 750

(48 x 24) (60 x 30) (60 x 30) (60 x 30)
Two-Direction Large Arrow W1-7 2C.49 1200 x 600 — — — 1500 x 750

(48 x 24) (60 x 30)
Chevron Alignment W1-8 2C.09 450 x 600 750 x 900 900 x 1200 — 600 x 750

(18 x 24) (30 x 36) (36 x 48) (24 x 30)
Combination Horizontal W1-10,10a, 2C.11 900 x 900 900 x 900 1200 x 1200 — —
Alignment / Intersection 10b,10c,10d (36 x 36) (36 x 36) (48 x 48)
Hairpin Curve W1-11 2C.07 750 x 750* 900 x 900 1200 x 1200 — 1200 x 1200

(30 x 30) (36 x 36) (48 x 48) (48 x 48)
Truck Rollover W1-13 2C.13 900 x 900 900 x 900 1200 x 1200 — 900 x 900

(36 x 36) (36 x 36) (48 x 48) (36 x 36)
270-degree Loop W1-15 2C.07 750 x 750* 900 x 900 1200 x 1200 — 1200 x 1200

(30 x 30) (36 x 36) (48 x 48) (48 x 48)
Intersection Warning W2-1,2,3, 2C.48 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

4,5,6,7,8 (30 x 30) (36 x 36) (24 x 24) (48 x 48)
Advanced Traffic Control W3-1,2,3 2C.35 750 x 750* 1200 x 1200 1200 x 1200 750 x 750* —

(30 x 30) (48 x 48) (48 x 48) (30 x 30)
Be Prepared to Stop W3-4 2C.35 900 x 900 1200 x 1200 1200 x 1200 750 x 750* —

(36 x 36) (48 x 48) (48 x 48) (30 x 30)
Reduced Speed Limit W3-5 2C.37 900 x 900 1200 x 1200 1200 x 1200 900 x 900 —
Ahead (36 x 36) (48 x 48) (48 x 48) (36 x 36)
XX km/h (MPH) Speed W3-5a 2C.37 900 x 900 1200 x 1200 1200 x 1200 900 x 900 —
Zone Ahead (36 x 36) (48 x 48) (48 x 48) (36 x 36)
Draw Bridge Ahead W3-6 2C.38 900 x 900 1200 x 1200 — — 1500 x 1500

(36 x 36) (48 x 48) (60 x 60)
Ramp Meter Ahead W3-7 2C.36 900 x 900 — — — —

(36 x 36)
Ramp Metered When W3-8 2C.36 900 x 900 — — — —
Flashing (36 x 36)
Merge W4-1 2C.39 900 x 900 1200 x 1200 1200 x 1200 750 x 750* —

(36 x 36) (48 x 48) (48 x 48) (30 x 30)
Lane Ends W4-2 2C.41 900 x 900 1200 x 1200 1200 x 1200 750 x 750* —

(36 x 36) (48 x 48) (48 x 48) (30 x 30)
Added Lane W4-3 2C.40 900 x 900 1200 x 1200 1200 x 1200 750 x 750* —

(36 x 36) (48 x 48) (48 x 48) (30 x 30)
Cross Traffic Does Not W4-4P 2C.62 600 x 300 900 x 450 — — 1200 x 600
Stop (plaque) (24 x 12) (36 x 18) (48 x 24)
Traffic From Left (Right) W4-4aP 2C.62 600 x 300 900 x 450 — — 1200 x 600
Does Not Stop (plaque) (24 x 12) (36 x 18) (48 x 24)
Oncoming Traffic Does W4-4bP 2C.62 600 x 300 900 x 450 — — 1200 x 600
Not Stop (plaque) (24 x 12) (36 x 18) (48 x 24)
Entering Roadway Merge W4-5 2C.39 900 x 900 1200 x 1200 — — —

(36 x 36) (48 x 48)
No Merge Area (plaque) W4-5P 2C.39 450 x 600 600 x 750 — — —

(18 x 24) (24 x 30)
Entering Roadway W4-6 2C.40 900 x 900 1200 x 1200 — — —
Added Lane (36 x 36) (48 x 48)
Thru Traffic Merge Left W4-7 2C.41 900 x 900 1200 x 1200 1200 x 1200 900 x 900 —
(Right) (36 x 36) (48 x 48) (48 x 48) (36 x 36)
Road Narrows W5-1 2C.18 900 x 900 1200 x 1200 1200 x 1200 750 x 750* —

(36 x 36) (48 x 48) (48 x 48) (30 x 30)
Narrow Bridge W5-2 2C.19 900 x 900 1200 x 1200 1200 x 1200 750 x 750* —

(36 x 36) (48 x 48) (48 x 48) (30 x 30)
One Lane Bridge W5-3 2C.20 900 x 900 1200 x 1200 1200 x 1200 750 x 750* —

(36 x 36) (48 x 48) (48 x 48) (30 x 30)
Divided Highway W6-1 2C.21 900 x 900 1200 x 1200 1200 x 1200 — —

(36 x 36) (48 x 48) (48 x 48)
Divided Highway Ends W6-2 2C.22 900 x 900 1200 x 1200 1200 x 1200 — —

(36 x 36) (48 x 48) (48 x 48)
Two-Way Traffic W6-3 2C.45 900 x 900 1200 x 1200 1200 x 1200 — —

(36 x 36) (48 x 48) (48 x 48)
Two-Way Traffic on W6-5,6 2C.46 900 x 900 — — — —
Three-Lane Roadway (36 x 36)



Table 2C-2. Warning Sign and Plaque Sizes (Sheet 2 of 4)

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

* The minimum size required for diamond-shaped warning signs facing traffic on multi-lane conventional roads shall
be 900 x 900 mm (36 x 36 in) per Section 2C.04

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Hill W7-1 2C.16 750 x 750* 900 x 900 900 x 900 600 x 600* 1200 x 1200
(30 x 30) (36 x 36) (36 x 36) (24 x 24) (48 x 48)

Hill with Grade W7-1a 2C.16 750 x 750* 900 x 900 900 x 900 600 x 600* 1200 x 1200
(30 x 30) (36 x 36) (36 x 36) (24 x 24) (48 x 48)

Use Low Gear (plaque) W7-2P 2C.16, 600 x 450 — — — —
2C.60 (24 x 18)

Trucks Use Lower Gear W7-2bP 2C.16, 600 x 450 — — — —
(plaque) 2C.60 (24 x 18)
XX% Grade (plaque) W7-3P 2C.16, 600 x 450 — — — —

2C.60 (24 x 18)
Next XX km (Miles) W7-3aP 2C.16, 600 x 450 — — — —
(plaque) 2C.60 (24 x 18)
XX% Grade, XX km (Miles) W7-3bP 2C.16, 600 x 450 — — — —
(plaque) 2C.60 (24 x 18)
Hill Blocks View W7-6 2C.17 750 x 750* 900 x 900 — — 1200 x 1200

(30 x 30) (36 x 36) (48 x 48)
Bump or Dip W8-1,2 2C.27 750 x 750* 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Pavement Ends W8-3 2C.29 900 x 900 1200 x 1200 — 750 x 750* —

(36 x 36) (48 x 48) (30 x 30)
Soft Shoulder W8-4 2C.30 900 x 900 1200 x 1200 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (48 x 48) (48 x 48) (24 x 24) (48 x 48)
Slippery When Wet W8-5 2C.31 750 x 750* 900 x 900 1200 x 1200 600 x 600* 1200 x 1200 

(30 x 30) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Truck Crossing W8-6 2C.51 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Loose Gravel W8-7 2C.31 900 x 900 900 x 900 — 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (24 x 24) (48 x 48)
Rough Road W8-8 2C.31 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Low Shoulder W8-9 2C.30 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Uneven Lanes (plaque) W8-11P 2C.30 600 x 450 750 x 600 900 x 750 600 x 450 900 x 750

(24 x 18) (30 x 24) (36 x 30) (24 x 18) (36 x 30)
No Center Stripe W8-12 2C.33 900 x 900 900 x 900 1200 x 1200 — —

(36 x 36) (36 x 36) (48 x 48)
Bridge Ices Before Road W8-13 2C.31 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Falling Rocks W8-14 2C.31 750 x 750* 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Falling Rocks (plaque) W8-14P 2C.31 600 x 450 750 x 600 900 x 750 600 x 450 900 x 750

(24 x 18) (30 x 24) (36 x 30) (24 x 18) (36 x 30)
Grooved Pavement W8-15 2C.32 750 x 750* 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Motorcycle W8-15P 2C.32 600 x 450 750 x 600 900 x 750 600 x 450 900 x 750
(plaque) (24 x 18) (30 x 24) (36 x 30) (24 x 18) (36 x 30)
Metal Bridge Deck W8-16 2C.32 750 x 750* 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Shoulder Drop Off W8-17 2C.30 750 x 750* 900 x 900 1200 x 1200 600 x 600* 1200 x 1200
(symbol) (30 x 30) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Shoulder Drop Off W8-17a 2C.30 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Shoulder Drop-Off W8-17P 2C.30 600 x 450 750 x 600 900 x 750 600 x 450 900 x 750
(plaque) (24 x 18) (30 x 24) (36 x 30) (24 x 18) (36 x 30)
Road May Flood W8-18 2C.34 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Flood Gauge W8-19 2C.34 300 x 1800 — — — —

(12 x 72)
Gusty Winds Area W8-21 2C.34 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Watch for Fog W8-22 2C.34 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
No Shoulder W8-23 2C.30 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Left (Right) Lane Ends W9-1 2C.41 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200

(36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)
Lane Ends Merge W9-2 2C.41 900 x 900 900 x 900 1200 x 1200 600 x 600* 1200 x 1200
Left (Right) (36 x 36) (36 x 36) (48 x 48) (24 x 24) (48 x 48)



Table 2C-2. Warning Sign and Plaque Sizes (Sheet 3 of 4)

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

* The minimum size required for diamond-shaped warning signs facing traffic on multi-lane conventional roads shall
be 900 x 900 mm (36 x 36 in) per Section 2C.04

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Toll Road Begins W9-4 2C.43 2550 x 1650 2550 x 1650 2550 x 1650 — —
XX km (Miles) (102 x 66) (102 x 66) (102 x 66)
Toll Road Begins W9-5 2C.43 2550 x 1200 2550 x 1200 2550 x 1200 — —

(102 x 48) (102 x 48) (102 x 48)
Pay Toll XX km (Miles) W9-6 2C.44 2400 x 1650 2400 x 1650 2400 x 1650 — —
Cars (price) (96 x 66) (96 x 66) (96 x 66)
Pay Toll XX km (Miles) W9-6P 2C.44, 7200 x 900 7200 x 900 7200 x 900 — —
Cars (price) (plaque) 2C.69 (288 x 36) (288 x 36) (288 x 36)
Stop Ahead Pay Toll Cars W9-6a 2C.44 2850 x 1650 2850 x 1650 2850 x 1650 — —
(price) (114 x 66) (114 x 66) (114 x 66)
Stop Ahead Pay Toll W9-6aP 2C.44 6300 x 900 6300 x 900 6300 x 900 — —

(252 x 36) (252 x 36) (252 x 36)
Right (Left) Lane Exit W9-7 2C.42 3300 x 1800 3300 x 1800 3300 x 1800 — —
Only Ahead (132 x 72) (132 x 72) (132 x 72)
Bicycle W11-1 2C.51 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Pedestrian W11-2 2C.52 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Large Animals W11-3,4,16,17,  2C.52 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

18,19,20,21,22 (30 x 30) (36 x 36) (24 x 24) (48 x 48)
Farm Vehicle W11-5,5a 2C.51 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Snowmobile W11-6 2C.52 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Equestrian W11-7 2C.52 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Emergency Vehicle W11-8 2C.51 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Handicapped W11-9 2C.52 750 x 750* 900 x 900 — — 1200 x 1200

(30 x 30) (36 x 36) (48 x 48)
Truck W11-10 2C.51 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Golf Cart W11-11 2C.51 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Emergency Signal Ahead W11-12P 2C.51 900 x 750 900 x 750 — — —
(plaque) (36 x 30) (36 x 30)
Horse-Drawn Vehicle W11-14 2C.51 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Bicycle / Pedestrian W11-15 2C.51 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Trail X-ing (plaque) W11-15P 2C.51 600 x 450 750 x 600 — 600 x 450 900 x 750

(24 x 18) (30 x 24) (24 x 18) (36 x 30)
Double Arrow W12-1 2C.24 750 x 750* 900 x 900 — 750 x 750* —

(30 x 30) (36 x 36) (30 x 30)
Low Clearance W12-2 2C.26 900 x 900 1200 x 1200 1200 x 1200 750 x 750* —
(with arrows) (36 x 36) (48 x 48) (48 x 48) (30 x 30)
Low Clearance W12-2a 2C.26 1950 x 600 — — — —

(78 x 24)
Advisory Speed (plaque) W13-1P 2C.08 450 x 450 600 x 600 750 x 750 — 750 x 750 

(18 x 18) (24 x 24) (30 x 30) (30 x 30)
Advisory Exit or Ramp W13-2,3 2C.14 600 x 750 900 x 1200 900 x 1200 — 1200 x 1500 
Speed (24 x 30) (36 x 48) (36 x 48) (48 x 60)
Combination Horizontal W13-6,7 2C.15 600 x 1050 900 x 1500 900 x 1500 — 1200 x 2100
Alignment / Advisory Exit (24 x 42) (36 x 60) (36 x 60) (48 x 84)
or Ramp Speed
Dead End, No Outlet W14-1,2 2C.25 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Dead End, No Outlet W14-1a,2a 2C.25 900 x 200 — — — —
(with arrow) (36 x 8)
No Passing Zone W14-3 2C.47 1200 x 1200 x 900 — — 1000 x 1000 x 750 1600 x 1600 x 1200
(pennant) (48 x 48 x 36) (40 x 40 x 30) (64 x 64 x 48)
Playground W15-1 2C.53 750 x 750* 900 x 900 — 600 x 600* 1200 x 1200

(30 x 30) (36 x 36) (24 x 24) (48 x 48)
Share the Road (plaque) W16-1P 2C.63 450 x 600 600 x 750 — — 600 x 750 

(18 x 24) (24 x 30) (24 x 30)
XX Meters or Feet W16-2P 2C.58 600 x 450 — — — 750 x 600 

(24 x 18) (30 x 24)
XX m or Ft W16-2aP 2C.58 600 x 300 — — — 750 x 450 

(24 x 12) (30 x 18)



Table 2C-2. Warning Sign and Plaque Sizes (Sheet 4 of 4)

Sign or Plaque Sign Section Conventional Expressway Freeway Minimum OversizedDesignation Road

* The minimum size required for diamond-shaped warning signs facing traffic on multi-lane conventional roads shall
be 900 x 900 mm (36 x 36 in) per Section 2C.04

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

XX km or Miles W16-3P 2C.58 750 x 600 — — — —
(2-line plaque) (30 x 24)
XX km or Miles W16-3aP 2C.58 750 x 300 — — — —
(1-line plaque) (30 x 12)
Next XX Meters or Feet W16-4P 2C.58 750 x 600 — — — —
(plaque) (30 x 24)
Supplemental Arrow W16-5P,6P 2C.59 600 x 450 — — — —
(plaque) (24 x 18)
Downward Diagonal Arrow W16-7P 2C.56 600 x 300 — — — 750 x 450
(plaque) (24 x 12) (30 x 18)
Advance Street Name W16-8P 2C.61 Varies x 200 — — — —
(1-line plaque) (Varies x 8)
Advance Street Name W16-8aP 2C.61 Varies x 375 — — — —
(2-line plaque) (Varies x 15)
Ahead (plaque) W16-9P 2C.56 600 x 300 750 x 450 — — —

(24 x 12) (30 x 18)
Photo Enforced (plaque) W16-10aP 2C.65 600 x 450 900 x 750 — — 1200 x 900 

(24 x 18) (36 x 30) (48 x 36)
Photo Enforced W16-10P 2C.65 600 x 300 900 x 450 — — 1200 x 600
(symbol plaque) (24 x 12) (36 x 18) (48 x 24)
HOV (plaque) W16-11P 2C.64 600 x 300 750 x 450 — — 750 x 450 

(24 x 12) (30 x 18) (30 x 18)
Traffic Circle (plaque) W16-12P 2C.48 600 x 450 — — — —

(24 x 18)
When Flashing (plaque) W16-13P 2C.51, 600 x 450 — — — —

2C.52 (24 x 18)
Metric (plaque) W16-14P 2C.66 600 x 225 — — — —

(24 x 9)
New (plaque) W16-15P 2C.67 600 x 300 — — — —

(24 x 12)
Last Exit Before Toll W16-16P 2C.43, — 6300 x 900 6300 x 900 — —
(plaque) 2C.68 (252 x 36) (252 x 36)
Roundabout (plaque) W16-17P 2C.48 600 x 300 — — — —

(24 x 12)
Speed Hump W17-1 2C.28 750 x 750* — — 600 x 600* 1200 x 1200

(30 x 30) (24 x 24) (48 x 48)
Freeway Ends XX km W19-1 2C.23 — — 3600 x 1200 — —
(Miles) (144 x 48)
Expressway Ends XX km W19-2 2C.23 — 3600 x 1200 — — —
(Miles) (144 x 48)
Freeway Ends W19-3 2C.23 — — 1200 x 1200 — —

(48 x 48)
Expressway Ends W19-4 2C.23 — 1200 x 1200 — — —

(48 x 48)
All Traffic Must Exit W19-5 2C.23 — 2250 x 1200 2250 x 1200 — —

(90 x 48) (90 x 48)
New Traffic Pattern Ahead W23-2 2C.54 900 x 900 — — — —

(36 x 36)
Traffic Signal Extended W25-1,2 2C.50 600 x 750 — — — —
Green (24 x 30)



Table 2C-3. Minimum Size of Supplemental Warning Plaques

Size of Supplemental Plaque
RectangularSize of 

Warning Sign

Notes:  1.  Larger supplemental plaques may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and 

are shown as width x height.      

1 Line 2 Lines Arrow
Square

600 x 600 (24 x 24)
750 x 750 (30 x 30)

600 x300 (24 x12) 600 x 450 (24 x 18)

750 x 600 (30 x 24)

600 x 300 (24 x 12) 450 x 450 (18 x 18)

600 x 600 (24 x 24)750 x 450 (30 x 18)750 x 450 (30 x18)900 x 900 (36 x 36)
1200 x1200 (48 x 48)



—
—
—
—
—
—
—
—
—

40 m
70 m

Table 2C-4. Guidelines for Advance Placement of Warning Signs
(Metric Units)

Notes:
1 The distances are adjusted for a sign legibility distance of 50 m for Condition A, which is based on a word

legend height of 130 mm.  The distances for Condition B have been adjusted for a sign legibility distance of 
75 m, which is appropriate for an alignment warning symbol sign.

2 Typical conditions are locations where the road user must use extra time to adjust speed and change lanes 
in heavy traffic because of a complex driving situation.  Typical signs are Merge and Right Lane Ends.  The
distances are determined by providing the driver a PRT of 14.0 to 14.5 seconds for vehicle maneuvers (2001
AASHTO Policy, Exhibit 3-3, Decision Sight Distance, Avoidance Maneuver E) minus the legibility distance of
50 m for the appropriate sign. 

3 Typical condition is the warning of a potential stop situation.  Typical signs are Stop Ahead, Yield Ahead, Signal
Ahead, and Intersection Warning signs.  The distances are based on the 2001 AASHTO Policy, Stopping Sight
Distance, Exhibit 3-1, providing a PRT of 2.5 seconds, a deceleration rate of 3.4 m/second2, minus the sign
legibility distance of 50 m.

4 Typical conditions are locations where the road user must decrease speed to maneuver through the warned
condition.  Typical signs are Turn, Curve, Reverse Turn, or Reverse Curve.  The distance is determined by
providing a 2.5 second PRT, a vehicle deceleration rate of 3 m/second2, minus the sign legibility distance of 75 m.

5 No suggested distances are provided for these speeds, as the placement location is dependent on site
conditions and other signing to provide an adequate advance warning for the driver.

—
—
—

N/A5

N/A5

30 m
40 m
90 m
120m
160m
200m

—
—
—
—

N/A5

N/A5

N/A5

70 m
110m
140m
180m

—
—
—
—
—

N/A5

N/A5

60 m
90 m
130m
170m

—
—
—
—
—
—

N/A5

40 m
70 m
110m
150m

Advance Placement Distance1

Posted 
or 85th-

Percentile
Speed
(km/h)

Condition A:
Speed

Reduction and
Lane Changing

in Heavy
Traffic2

Condition B: Deceleration to the listed advisory 
speed (km/h) for the condition4

10 20 30 40 50 60 70 80

30
40
50
60
70
80
90
100
110
120
130

60 m
100 m
150 m
180 m
220 m
260 m
310 m
350 m
380 m
420 m
460 m

N/A5

N/A5

N/A5

30  m
50 m
80 m
110 m
130 m
170 m
200 m
230 m  

N/A5

N/A5

N/A5

N/A5

40 m
60 m
90 m
120m
160m
190m
230m

N/A5

N/A5

N/A5

N/A5

30 m
55 m
80 m
115 m
150 m
185 m
230 m

—
N/A5

N/A5

N/A5

N/A5

50 m
70 m
110 m
140 m
180 m
220 m

—
—

N/A5

N/A5

N/A5

40 m
60 m
100 m
130 m
170 m
210 m

03

—
—
—
—
—
—
—

N/A5

50 m
90 m
120 m

90

—
—
—
—
—
—
—
—

N/A5

60 m
100 m

100 110

Note:  This table will be adjusted in the Final Rule based on the final English unit table



Table 2C-4. Guidelines for Advance Placement of Warning Signs
(English Units)

Notes:
1 For word message warning signs with more than four words or with letter heights of less than 6 inches, the
advance placement distance is 100 feet more than the distance shown in this table in order to provide
adequate legibility.

2 The distances are adjusted for a sign legibility distance of 180 feet for Condition A, which is based on a word
legend height of 5 inches.  The distances for Condition B have been adjusted for a sign legibility distance of
250 feet, which is appropriate for an alignment warning symbol sign.

3 Typical conditions are locations where the road user must use extra time to adjust speed and change lanes in
heavy traffic because of a complex driving situation.  Typical signs are Merge and Right Lane Ends.  The
distances are determined by providing the driver a PRT of 14.0 to 14.5 seconds for vehicle maneuvers (2005
AASHTO Policy, Exhibit 3-3, Decision Sight Distance, Avoidance Maneuver E) minus the legibility distance of
180 feet for the appropriate sign. 

4 Typical condition is the warning of a potential stop situation.  Typical signs are Stop Ahead, Yield Ahead,
Signal Ahead, and Intersection Warning signs.  The distances are based on the 2005 AASHTO Policy, Exhibit
3-1, Stopping Sight Distance, providing a PRT of 2.5 seconds, a deceleration rate of 11.2 feet/second2, minus
the sign legibility distance of 180 feet.

5 Typical conditions are locations where the road user must decrease speed to maneuver through the warned
condition.  Typical signs are Turn, Curve, Reverse Turn, or Reverse Curve.  The distance is determined by
providing a 2.5 second PRT, a vehicle deceleration rate of 10 feet/second2, minus the sign legibility distance of
250 feet.

6 No suggested distances are provided for these speeds, as the placement location is dependent on site
conditions and other signing.  An alignment warning sign may be placed anywhere from the point of curvature
up to 100 feet in advance of the curve.  However, the alignment warning sign should be installed in advance of
the curve and at least 100 feet from any other signs.

7 The advance placement distance is listed as 100 feet to provide adequate spacing between signs.

Advance Placement Distance1 ,2

Posted 
or 85th-

Percentile
Speed

Condition A:
Speed

Reduction and
Lane Changing

in Heavy
Traffic3

Condition B: Deceleration to the listed advisory 
speed (mph) for the condition5

20 mph
25 mph
30 mph
35 mph
40 mph
45 mph
50 mph
55 mph
60 mph
65 mph
70 mph
75 mph

225 ft
325 ft
460 ft
565 ft
670 ft
775 ft
885 ft
990 ft
1100 ft
1200 ft
1250 ft
1350 ft

100 ft7

100 ft7

100 ft7

100 ft7

125 ft
175 ft
250 ft
325 ft
400 ft
475 ft
550 ft
650 ft

N/A6

N/A6

N/A6

N/A6

100 ft7

125 ft
200 ft
275 ft
350 ft
425 ft
525 ft
625 ft

—
N/A6

N/A6

N/A6

100 ft7

100 ft7

175 ft
225 ft
325 ft
400 ft
500 ft
600 ft

—
—
—

N/A6

N/A6

100 ft7

125 ft
200 ft
275 ft
350 ft
450 ft
550 ft

—
—
—
—
—

N/A6

100 ft7

125 ft
200 ft
275 ft
375 ft
475 ft

—
—
—
—
—
—
—

N/A6

100 ft7

175 ft
275 ft
375 ft

—
—
—
—
—
—
—
—
—

100 ft7

150 ft
250 ft

—
—
—
—
—
—
—
—
—
—
—

100 ft

04 10 20 30 40 50 60 70



Table 2C-5. Horizontal Alignment Sign Selection

Note: Required means that the sign and/or plaque shall be used, recommended means that the sign and/or plaque should be
used, and optional means that the sign and/or plaque may be used.

Type of Difference Between Speed Limit and Advisory Speed
Horizontal 10 km/h 20 km/h 30 km/h 40 km/h or

Alignment Sign 5 mph or 10 mph or 15 mph or 20 mph 25 mph or higher
Turn (W1-1), Curve (W1-2),

Recommended Required Required Required Required

Reverse Turn (W1-3), Reverse
Curve (W1-4), and Winding
Road (W1-5) (see Section 
2C.07 to determine which 
sign to use)
Advisory Speed Plaque (W13-1P) Recommended Required Required Required Required
Chevrons (W1-8) and/or One 

Optional Recommended Required Required RequiredDirection Large Arrow (W1-6)
Combination Horizontal

— — Optional Optional Recommended
Alignment/Advisory Speed
(W1-1a, W1-2a) at beginning 
of curve
Truck Rollover (W1-13) with

— Optional Recommended Required RequiredAdvisory Speed Plaque (W13-1P)
on exit ramp
Exit Speed (W13-2) and Ramp 

— Optional Recommended Required RequiredSpeed (W13-3) on exit ramp



Table 2C-6. Approximate Spacing of Chevron Alignment Signs on Horizontal Curves

Note: The relationship between the curve radius and the advisory speed shown in this table should not be used to determine
the advisory speed.

Advisory Curve Sign
Speed Radius Spacing
(km/h) (meters) (meters)

20 or less Less than 60 12
30 to 50 60 to 120 24
60 to 70 121 to 210 36
80 to 100 211 to 380 48

More than 100 More than 380 60

Advisory Curve Sign
Speed Radius Spacing
(mph) (feet) (feet)

15 or less Less than 200 40
20 to 30 200 to 400 80
35 to 45 401 to 700 120
50 to 60 701 to 1,250 160

More than 60 More than 1,250 200



Table 2D-1. Conventional Road Guide Sign and Plaque Sizes (Sheet 1 of 2)

* The size shown is for a typical sign. The size should be appropriately adjusted based on the amount of legend 
required for the sign.

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign or Plaque
Sign

Section
Conventional

Minimum OversizedDesignation Road

Interstate Route Sign (1 or 2 digits) M1-1 2D.11 600 x 600 600 x 600 900 x 900 
(24 x 24) (24 x 24) (36 x 36)

Interstate Route Sign (3 digits) M1-1 2D.11 750 x 600 750 x 600 1125 x 900 
(30 x 24) (30 x 24) (45 x 36)

Off-Interstate Route Sign (1 or 2 digits) M1-2,3 2D.11 600 x 600 600 x 600 900 x 900 
(24 x 24) (24 x 24) (36 x 36)

Off-Interstate Route Sign (3 digits) M1-2,3 2D.11 750 x 600 750 x 600 1125 x 900 
(30 x 24) (30 x 24) (45 x 36)

U.S. Route Sign (1 or 2 digits) M1-4 2D.11 600 x 600 600 x 600 900 x 900 
(24 x 24) (24 x 24) (36 x 36)

U.S. Route Sign (3 digits) M1-4 2D.11 750 x 600 750 x 600 1125 x 900 
(30 x 24) (30 x 24) (45 x 36)

State Route Sign (1 or 2 digits) M1-5 2D.11 600 x 600 600 x 600 900 x 900 
(24 x 24) (24 x 24) (36 x 36)

State Route Sign (3 digits) M1-5 2D.11 750 x 600 750 x 600 1125 x 900 
(30 x 24) (30 x 24) (45 x 36)

County Route Sign (1, 2, or 3 digits) M1-6 2D.11 600 x 600 600 x 600 900 x 900 
(24 x 24) (24 x 24) (36 x 36)

Forest Route (1, 2, or 3 digits) M1-7 2D.11 600 x 600 450 x 450 900 x 900
(24 x 24) (18 x 18) (36 x 36)

Junction M2-1 2D.13 525 x 375 525 x 375 750 x 525
(21 x 15) (21 x 15) (30 x 21)

Combination Junction (2 route signs) M2-2 2D.14 1500 x 1200* — —
(60 x 48)

Cardinal Direction M3-1,2,3,4 2D.15 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

Alternate M4-1,1a 2D.17 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

By-Pass M4-2 2D.18 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

Business M4-3 2D.19 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

Truck M4-4 2D.20 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

To M4-5 2D.21 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

End M4-6 2D.22 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

Temporary M4-7,7a 2D.24 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

Begin M4-14 2D.23 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

Toll M4-15 2D.25 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

No Cash M4-16 2D.26 600 x 300 600 x 300 900 x 450 
(24 x 12) (24 x 12) (36 x 18)

ETC Only M4-20 2D.26 600 x Varies 600 x Varies 900 x Varies 
(24 x Varies) (24 x Varies) (36 x Varies)

Advance Turn Arrow M5-1,2 2D.28 525 x 375 525 x 375 —
(21 x 15) (21 x 15)

Lane Designation M5-3,4,5 2D.33 600 x 450 600 x 450 900 x 600 
(24 x 18) (24 x 18) (36 x 24)

Directional Arrow M6-1,2,3, 2D.29 525 x 375 525 x 375 750 x 525
4,5,6,7 (21 x 15) (21 x 15) (30 x 21)

Destination (1 line) D1-1 2D.39 Varies x 450 Varies x 450 —
(Varies x 18) (Varies x 18)

Destination and Distance (1 line) D1-1a 2D.39 Varies x 450 Varies x 450 —
(Varies x 18) (Varies x 18)

Roundabout Destination (1 line) D1-1d 2D.40 Varies x 450 Varies x 450 —
(Varies x 18) (Varies x 18)

Roundabout Departure Guide D1-1e 2D.40 Varies x 1050* — —
(Varies x 42)

Destination (2 lines) D1-2 2D.39 Varies x 750 Varies x 750 —
(Varies x 30) (Varies x 30)

Destination and Distance (2 lines) D1-2a 2D.39 Varies x 750 Varies x 750 —
(Varies x 30) (Varies x 30)

Roundabout Destination (2 lines) D1-2d 2D.40 Varies x 750 Varies x 750 —
(Varies x 30) (Varies x 30)



Table 2D-1. Conventional Road Guide Sign and Plaque Sizes (Sheet 2 of 2)

* The size shown is for a typical sign. The size should be appropriately adjusted based on the amount of legend 
required for the sign.

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign or Plaque
Sign

Section
Conventional

Minimum OversizedDesignation Road

Destination (3 lines) D1-3 2D.39 Varies x 1050 Varies x 1050 —
(Varies x 42) (Varies x 42)

Destination and Distance (3 lines) D1-3a 2D.39 Varies x 1050 Varies x 1050 —
(Varies x 42) (Varies x 42)

Roundabout Destination (3 lines) D1-3d 2D.40 Varies x 1050 Varies x 1050 —
(Varies x 42) (Varies x 42)

Exit Destinations D1-4 2D.40 2250 x 1800* — —
(90 x 72)

Distance (1 line) D2-1 2D.43 Varies x 450 Varies x 450 —
(Varies x 18) (Varies x 18)

Distance (2 lines) D2-2 2D.43 Varies x 750 Varies x 750 —
(Varies x 30) (Varies x 30)

Distance (3 lines) D2-3 2D.43 Varies x 1050 Varies x 1050 —
(Varies x 42) (Varies x 42)

Street Name (1 line) D3-1,1a 2D.45 Varies x 300 Varies x 200 Varies x 450
(Varies x 12) (Varies x 8) (Varies x 18)

Advance Street Name (2 lines) D3-2 2D.46 Varies x 750* — —
(Varies x 30)

Advance Street Name (3 lines) D3-2 2D.46 Varies x 1050* — —
(Varies x 42)

Advance Street Name (4 lines) D3-2 2D.46 Varies x 1500* — —
(Varies x 60)

Parking Area D4-1 2D.49 750 x 600 750 x 600 —
(30 x 24) (30 x 24)

Parking Wayfinding D4-1a 2D.49 450 x 600 300 x 450 600 x 900 
(18 x 24) (12 x 18) (24 x 36)

Park & Ride D4-2 2D.50 750 x 900 600 x 750 900 x 1200 
(30 x 36) (24 x 30) (36 x 48)

National Scenic Byways D6-4 2D.56 600 x 600 600 x 600 —
(24 x 24) (24 x 24)

National Scenic Byways D6-4a 2D.56 600 x 300 600 x 300 —
(24 x 12) (24 x 12)

Weigh Station XX km (Miles) D8-1 2D.51 1950 x 1500 1500 x 1200 2400 x 1800 
(78 x 60) (60 x 48) (96 x 72)

Weigh Station Next Right D8-2 2D.51 2100 x 1800 1650 x 1350 2700 x 2250 
(84 x 72) (66 x 54) (108 x 90)

Weigh Station (with arrow) D8-3 2D.51 1650 x 1500 1200 x 1050 2100 x 1950 
(66 x 60) (48 x 42) (84 x 78)

Crossover D13-1,2 2D.55 1500 x 750 1500 x 750 1950 x 1050 
(60 x 30) (60 x 30) (78 x 42)

Freeway Entrance D13-3 2D.48 1200 x 750 1200 x 750 —
(48 x 30) (48 x 30)

Freeway Entrance (with arrow) D13-3a 2D.48 1200 x 1050 1200 x 1050 —
(48 x 42) (48 x 42)

Combination Lane Use / Destination D15-1 2D.35 Varies x 2400 Varies x 2400 —
(Varies x 96) (Varies x 96)

Next Truck Lane XX km (Miles) D17-1 2D.53 1050 x 1200 1050 x 1200 1500 x 1650
(42 x 48) (42 x 48) (60 x 66)

Truck Lane XX km (Miles) D17-2 2D.53 1050 x 1050 1050 x 1050 1500 x 1350
(42 x 42) (42 x 42) (60 x 54)

Slow Vehicle Turn-Out XX km (Miles) D17-7 2D.54 1800 x 1050 1800 x 1050 2400 x 1350
(72 x 42) (72 x 42) (96 x 54)



Type of Type of Recommended Minimum

Mounting Street or Speed Limit Letter Height
Highway Initial Upper-case Lower-case

Overhead All types All speed limits
300 mm 225 mm
(12 in) (9 in)

Post-mounted Multi-lane
More than 60 km/h 200 mm 150 mm

or 40 mph (8 in) (6 in)

Post-mounted Multi-lane
60 km/h or 40 mph 150 mm 113 mm

or less (6 in) (4.5 in)

Post-mounted 2-lane All speed limits
150 mm* 113 mm*

(6 in) (4.5 in)

Table 2D-2. Recommended Minimum Letter
Heights on Street Name Signs

* On local 2-lane streets with speed limits of 40 km/h or 25 mph or less, 100 mm (4 in) initial upper-case letters
with 75 mm (3 in) lower-case letters may be used.

 



Sign or Plaque Sign Designation Section Minimum Size Minimum Size
(mm) (in)

Interchange Advance (route sign, two 
destinations, distance) — 2E.29 Varies x 3750* Varies x 150*
Interchange Advance (route sign, one 
destination, distance) — 2E.29 Varies x 3000* Varies x 120*
Interchange Advance (one destination, distance) — 2E.29 Varies x 1800* Varies x 72*
Interchange Exit Direction (route sign, one 
destination, arrow to side) — 2E.32 Varies x 2250* Varies x 90*
Exit Number (plaque) — — — —

1-, 2-Digit Exit Number E1-5P 2E.27 2850 x 750 114 x 30
3-Digit Exit Number E1-5P 2E.27 3300 x 750 132 x 30
1-, 2-Digit Exit Number (with single letter suffix) E1-5P 2E.27 3450 x 750 138 x 30
3-Digit Exit Number (with single letter suffix) E1-5P 2E.27 3900 x 750 156 x 30
1-, 2-Digit Exit Number (with dual letter suffix) E1-5P 2E.27 4200 x 750 168 x 30
3-Digit Exit Number (with dual letter suffix) E1-5P 2E.27 4650 x 750 186 x 30

Left (plaque) E1-5aP 2E.29 1800 x 750 72 x 30
Left Exit Number (plaque) — — — —

1-, 2-Digit Exit Number E1-5bP 2E.29 2850 x 1350 114 x 54
3-Digit Exit Number E1-5bP 2E.29 3300 x 1350 132 x 54
1-, 2-Digit Exit Number (with single letter suffix) E1-5bP 2E.29 3450 x 1350 138 x 54
3-Digit Exit Number (with single letter suffix) E1-5bP 2E.29 3900 x 1350 156 x 54
1-, 2-Digit Exit Number (with dual letter suffix) E1-5bP 2E.29 4200 x 1350 168 x 54
3-Digit Exit Number (with dual letter suffix) E1-5bP 2E.29 4650 x 1350 186 x 54

Next Exit XX km (Miles) (1 line) E2-1 2E.30 Varies x 600 Varies x 24
Next Exit XX km (Miles) (2 lines) E2-1a 2E.30 Varies x 900 Varies x 36
Exit Gore (no exit number) E5-1 2E.33 1800 x 1500 72 x 60
Exit Gore (with exit number) — — — —

1-, 2-Digit Exit Number E5-1a 2E.33 1950 x 1500 78 x 60
3-Digit Exit Number E5-1a 2E.33 2400 x 1500 96 x 60
1-Digit Exit Number (with single letter suffix) E5-1a 2E.33 2250 x 1500 90 x 60
2-Digit Exit Number (with single letter suffix) E5-1a 2E.33 2700 x 1500 108 x 60
3-Digit Exit Number (with single letter suffix) E5-1a 2E.33 3150 x 1500 126 x 60
1-Digit Exit Number (with dual letter suffix) E5-1a 2E.33 3000 x 1500 120 x 60
2-Digit Exit Number (with dual letter suffix) E5-1a 2E.33 3450 x 1500 138 x 60
3-Digit Exit Number (with dual letter suffix) E5-1a 2E.33 3900 x 1500 156 x 60

Exit Number (plaque) — — — —
1-, 2-Digit Exit Number E5-1bP 2E.33 1050 x 750 42 x 30
3-Digit Exit Number E5-1bP 2E.33 1500 x 750 60 x 30
1-Digit Exit Number (with single letter suffix) E5-1bP 2E.33 1200 x 750 48 x 30
1-Digit Exit Number (with dual letter suffix) E5-1bP 2E.33 1800 x 750 72 x 30
2-Digit Exit Number (with single or dual letter suffix) E5-1bP 2E.33 1800 x 750 72 x 30
3-Digit Exit Number (with single or dual letter suffix) E5-1bP 2E.33 1800 x 750 72 x 30

Pull-Through E6-2 2E.12 Varies x 3000* Varies x 120*
Pull-Through E6-2a 2E.12 Varies x 2250* Varies x 90*
Preferential Lane Entrance Direction (post-mounted) E8-1 2E.51 1200 x 2400 48 x 96
Preferential Lane Entrance Gore E8-1a 2E.51 1200 x 2100 48 x 84
Preferential Lane Entrance Direction (overhead) E8-2 2E.51 5550 x 1800 222 x 72
Preferential Lane Entrance Direction E8-2a 2E.51 4650 x 2700 186 x 108
Preferential Lane Entrance Advance E8-3 2E.51 4650 x 2400 186 x 96
Preferential Lane Direct Exit Gore E8-4 2E.51 1500 x 1950 60 x 78
Preferential Lane Intermediate Access E8-5 2E.51 Varies x 2250 Varies x 90
Preferential Lane Intermediate Access Advance E8-6 2E.51 Varies x 2100 Varies x 84
Exit Only (with arrow) E11-1,1d 2E.21 4350** x 900 174** x 36
Exit E11-1a 2E.21 1650 x 450 66 x 18
Only E11-1b 2E.21 1650 x 450 66 x 18
Exit Only E11-1c 2E.21 3000 x 450 120 x 18
Exit Only (with two arrows) E11-1e,1f 2E.21 5550** x 900 222** x 36
Left Exit E11-2 2E.36 2850 x 450 114 x 18
Left E11-2a 2E.27 1500 x 450 60 x 18

Table 2E-1. Freeway or Expressway Guide Sign and Plaque Sizes (Sheet 1 of 3)

* The size shown is for a typical sign as illustrated in the figures in Chapters 2D and 2E. The size should be 
appropriately adjusted based on the amount of legend required for the sign.

** The width shown represents the minimum dimension. The width shall be increased as appropriate to match the
width of the guide sign.

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown as width x height.
3. Where two sizes are shown, the larger size is for freeways (F) and the smaller size is for expressways (E).



* The size shown is for a typical sign as illustrated in the figures in Chapters 2D and 2E. The size should be 
appropriately adjusted based on the amount of legend required for the sign.

** The width shown represents the minimum dimension. The width shall be increased as appropriate to match the
width of the guide sign.

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown as width x height.
3. Where two sizes are shown, the larger size is for freeways (F) and the smaller size is for expressways (E).

Table 2E-1. Freeway or Expressway Guide Sign and Plaque Sizes (Sheet 2 of 3)

Sign or Plaque Sign Designation Section Minimum Size Minimum Size
(mm) (in)

Exit Gore Advisory Speed (plaque) E13-1P 2E.33 1800 x 600 72 x 24
Exit Direction Advisory Speed E13-2 2E.32 4050 x 600 162 x 24
Interstate Route Sign (1 or 2 digits) M1-1 2E.24 900 x 900 36 x 36
Interstate Route Sign (3 digits) M1-1 2E.24 1125 x 900 45 x 36
Off Interstate Route Sign (1 or 2 digits) M1-2,3 2E.24 900 x 900 36 x 36
Off Interstate Route Sign (3 digits) M1-2,3 2E.24 1125 x 900 45 x 36
U.S. Route Sign (1 or 2 digits) M1-4 2E.24 900 x 900 36 x 36
U.S. Route Sign (3 digits) M1-4 2E.24 1125 x 900 45 x 36
State Route Sign (1 or 2 digits) M1-5 2D.11 900 x 900 36 x 36
State Route Sign (3 digits) M1-5 2D.11 1125 x 900 45 x 36
County Route Sign (1, 2, or 3 digits) M1-6 2D.11 900 x 900 36 x 36
Forest Route (1, 2, or 3 digits) M1-7 2D.11 900 x 900 36 x 36
Eisenhower Interstate System M1-10,10a 2E.24 900 x 900 36 x 36
Junction M2-1 2D.13 750 x 525 30 x 21
Combination Junction (2 route signs) M2-2 2D.14 1500 x 1200* 60 x 48*
Cardinal Direction M3-1,2,3,4 2D.15 900 x 450 36 x 18
Alternate M4-1,1a 2D.17 900 x 450 36 x 18
By-Pass M4-2 2D.18 900 x 450 36 x 18
Business M4-3 2D.19 900 x 450 36 x 18
Truck M4-4 2D.20 900 x 450 36 x 18
To M4-5 2D.21 900 x 450 36 x 18
End M4-6 2D.22 900 x 450 36 x 18
Temporary M4-7,7a 2D.24 900 x 450 36 x 18
Begin M4-14 2D.23 900 x 450 36 x 18
Toll M4-15 2D.25 900 x 450 36 x 18
No Cash M4-16 2D.26 900 x 450 36 x 18
Toll Collector Symbol M4-17 2E.55 1200 x 1200 48 x 48
Exact Change Symbol M4-18 2E.55 1200 x 1200 48 x 48
ETC Only M4-20 2D.26 900 x Varies 36 x Varies
Advance Turn Arrow M5-1,2 2D.28 750 x 525 30 x 21
Lane Designation M5-3,4,5 2D.33 900 x 600 36 x 24
Directional Arrow M6-1,2,3,4,5,6,7 2D.29 750 x 525 30 x 21
Nationally Interoperable Symbol M8-3 2E.55 1200 x 1200 48 x 48
Destination (1 line) D1-1 2D.39 Varies x 750 Varies x 30
Destination and Distance (1 line) D1-1a 2D.39 Varies x 750 Varies x 30
Destination (2 lines) D1-2 2D.39 Varies x 1350 Varies x 54
Destination and Distance (2 lines) D1-2a 2D.39 Varies x 1350 Varies x 54
Destination (3 lines) D1-3 2D.39 Varies x 1800 Varies x 72
Destination and Distance (3 lines) D1-3a 2D.39 Varies x 1800 Varies x 72
Distance (1 line) D2-1 2D.43 Varies x 750 Varies x 30
Distance (2 lines) D2-2 2D.43 Varies x 1350 Varies x 54
Distance (3 lines) D2-3 2D.43 Varies x 1800 Varies x 72
Street Name (1 line) D3-1,1a 2D.45 Varies x 450 Varies x 18
Advance Street Name (2 lines) D3-2 2D.46 Varies x 1050* Varies x 42*
Advance Street Name (3 lines) D3-2 2D.46 Varies x 1650* Varies x 66*
Advance Street Name (4 lines) D3-2 2D.46 Varies x 2100* Varies x 84*
Park & Ride D4-2 2D.50 900 x 1200 36 x 48
National Scenic Byways D6-4 2D.56 600 x 600 24 x 24
National Scenic Byways D6-4a 2D.56 600 x 300 24 x 12
Weigh Station XX km (Miles) D8-1 2E.50 2400 x 1800 (F) 96 x 72 (F)

1950 x 1500 (E) 78 x 60 (E)
Weigh Station Next Right D8-2 2E.50 2700 x 2250 (F) 108 x 90 (F)

2100 x 1800 (E) 84 x 72 (E)
Weigh Station (with arrow) D8-3 2E.50 2100 x 1950 (F) 84 x 78 (F)

1650 x 1500 (E) 66 x 60 (E)
Crossover D13-1,2 2D.55 1950 x 1050 78 x 42
Freeway Entrance D13-3 2D.48 1200 x 750 48 x 30



* The size shown is for a typical sign as illustrated in the figures in Chapters 2D and 2E. The size should be 
appropriately adjusted based on the amount of legend required for the sign.

** The width shown represents the minimum dimension. The width shall be increased as appropriate to match the
width of the guide sign.

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown as width x height.
3. Where two sizes are shown, the larger size is for freeways (F) and the smaller size is for expressways (E).

Table 2E-1. Freeway or Expressway Guide Sign and Plaque Sizes (Sheet 3 of 3)

Sign or Plaque Sign Designation Section Minimum Size Minimum Size
(mm) (in)

Freeway Entrance (with arrow) D13-3a 2D.48 1200 x 1050 48 x 42
Combination Lane Use / Destination D15-1 2D.35 Varies x 2400 Varies x 96
Next Truck Lane XX km (Miles) D17-1 2D.53 1500 x 1650 60 x 66
Truck Lane XX km (Miles) D17-2 2D.53 1500 x 1350 60 x 54
Slow Vehicle Turn-Out XX km (Miles) D17-7 2D.54 2400 x 1350 96 x 54



Table 2E-2. Minimum Letter and Numeral Sizes for Expressway Guide Signs 
According to Interchange Classification (sizes shown in millimeters)

Type of Interchange (see Section 2E.28)
Type of Sign Major

Category a Category b Intermediate Minor Overhead

A. Advance Guide, Exit Direction, and Overhead Guide Signs
Exit Plaques

Words 250 250 250 200 250
Numerals & Letters 375 375 375 300 375

Interstate Route Signs
Numerals 450 — — — 450
1- or 2-Digit Shields 900 x 900 — — — 900 x 900
3-Digit Shields 1125 x 900 — — — 1125 x 900

U.S. or State Route Signs
Numerals 450 450 450 300 450
1- or 2-Digit Shields 900 x 900 900 x 900 900 x 900 600 x 600 900 x 900
3-Digit Shields 1125 x 900 1125 x 900 1125 x 900 750 x 600 1125 x 900

U.S. or State Route 
Text Identification 
(Examples: ALT, BY-PASS)

Letters 375 300 300 250 300
Numerals 450 375 375 300 375

Cardinal Directions
First Letters 450 375 300 250 375
Rest of Words 375 300 250 200 300

Names of Destinations
Upper-Case Letters 500 400 330 265 400
Lower-Case Letters 375 300 250 200 300

Distance Numbers 450 375 300 250 375
Distance Fraction Numerals 300 250 250 200 250
Distance Words 300 250 250 200 250
Action Message Words 250 250 250 200 250
B. Gore Signs

Words 250 250 250 200 —
Numerals & Letters 300 300 300 250 —



Table 2E-2. Minimum Letter and Numeral Sizes for Expressway Guide Signs
According to Interchange Classification (sizes shown in inches)

Type of Interchange (see Section 2E.28)
Type of Sign Major

Category a Category b Intermediate Minor Overhead

A. Advance Guide, Exit Direction, and Overhead Guide Signs
Exit Plaques

Words 10 10 10 8 10
Numerals & Letters 15 15 15 12 15

Interstate Route Signs
Numerals 18 — — — 18
1- or 2-Digit Shields 36 x 36 — — — 36 x 36
3-Digit Shields 45 x 36 — — — 45 x 36

U.S. or State Route Signs
Numerals 18 18 18 12 18
1- or 2-Digit Shields 36 x 36 36 x 36 36 x 36 24 x 24 36 x 36
3-Digit Shields 45 x 36 45 x 36 45 x 36 30 x 24 45 x 36

U.S. or State Route 
Text Identification 
(Examples: ALT, BY-PASS)

Letters 15 12 12 10 12
Numerals 18 15 15 12 15

Cardinal Directions
First Letters 18 15 12 10 15
Rest of Words 15 12 10 8 12

Names of Destinations
Upper-Case Letters 20 16 13.3 10.6 16
Lower-Case Letters 15 12 10 8 12

Distance Numbers 18 15 12 10 15
Distance Fraction Numerals 12 10 10 8 10
Distance Words 12 10 10 8 10
Action Message Words 10 10 10 8 10
B. Gore Signs

Words 10 10 10 8 —
Numerals & Letters 12 12 12 10 —



Table 2E-3. Minimum Letter and Numeral Sizes for Expressway
Guide Signs According to Sign Type (Sheet 1 of 2)

Type of Sign Minimum Size (mm) Minimum Size (inches)
A. Pull-Through Signs

Destinations — Upper-Case Letters 330 13.3
Destinations — Lower-Case Letters 250 10
Route Signs as Messages

Cardinal Directions — First Letters 300 12
Cardinal Directions — Rest of Word 250 10
1- or 2-Digit Shields 900 x 900 36 x 36
3-Digit Shields 1125 x 900 45 x 36

B. Supplemental Guide Signs
Exit Number Words 200 8
Exit Number Numerals and Letters 300 12
Place Names — Upper-Case Letters 265 10.6
Place Names — Lower-Case Letters 200 8
Action Messages 200 8
Route Signs

Numerals 300 12
1- or 2-Digit Shield 600 x 600 24 x 24
3-Digit Shield 900 x 600 36 x 24

C. Interchange Sequence or Community Interchanges Identification Signs
Words — Upper-Case Letters 265 10.6
Words — Lower-Case Letters 200 8
Numerals 265 10.6
Fraction Numerals 200 8
Route Signs

Numerals 300 12
1- or 2-Digit Shield 600 x 600 24 x 24
3-Digit Shield 900 x 600 36 x 24

D. Next X Exits Sign
Place Names — Upper-Case Letters 265 10.6
Place Names — Lower-Case Letters 200 8
NEXT X EXITS 200 8

E. Distance Signs
Words — Upper-Case Letters 200 8
Words — Lower-Case Letters 150 6
Numerals 200 8
Route Signs

Numerals 225 9
1- or 2-Digit Shield 450 x 450 18 x 18
3-Digit Shield 600 x 450 24 x 18

F. General Services Signs
Exit Number Words 200 8
Exit Number Numerals and Letters 300 12
Services 200 8

G. Rest Area and Scenic Area Signs
Words 250 10
Distance Numerals 300 12
Distance Fraction Numerals 200 8
Distance Words 250 10
Action Message Words 250 10

H. Reference Location Signs
Words 100 4
Numerals 250 10

I. Boundary and Orientation Signs
Words — Upper-Case Letters 200 8
Words — Lower-Case Letters 150 6

J. Next Exit and Next Services Signs
Words and Numerals 200 8

K. Exit Only Signs
Words 300 12

 



Type of Sign Minimum Size (mm) Minimum Size (inches)

Table 2E-3. Minimum Letter and Numeral Sizes for Expressway
Guide Signs According to Sign Type (Sheet 2 of 2)

L. Diagrammatic Signs
Arrowhead (Standard Up Arrow) 540 21.625
Arrow Shaft Width 200 8
Arrow Height

Through 1800 72
Left Only 1200 48
Right Only 1200 48
Optional-Diverge 1800 72
Optional-Split 1650 66

Vertical Separator Width 50 2
Vertical Space between 200 8 

Vertical Separator and Top 
of Nearest Arrow

Horizontal Space between 375 15
Vertical Separator and Top 
of Nearest Through Arrow

Horizontal Space between 250 10
Arrow Shaft and
EXIT and ONLY plaques

EXIT and ONLY Plaques 1500 x 450 60 x 18



Table 2E-4. Minimum Letter and Numeral Sizes for Freeway Guide Signs 
According to Interchange Classification  (sizes shown in millimeters)

Type of Interchange (see Section 2E.28)
Type of Sign Major

Category a Category b Intermediate Minor Overhead

A. Advance Guide, Exit Direction, and Overhead Guide Signs
Exit Plaques

Words 250 250 250 250 250
Numerals & Letters 375 375 375 375 375

Interstate Route Signs
Numerals 600/450 — — — 450
1- or 2-Digit Shields 1200 x 1200/ — — — 900 x 900

900 x 900
3-Digit Shields 1500 x 1200/ — — — 1125 x 900

1125 x 900
U.S. or State Route Signs

Numerals 600/450 450 450 300 450
1- or 2-Digit Shields 1200 x 1200/ 900 x 900 900 x 900 600 x 600 900 x 900

900 x 900
3-Digit Shields 1500 x 1200/ 1125 x 900 1125 x 900 750 x 600 1125 x 900

1125 x 900
U.S. or State Route 

Text Identification 
(Examples: ALT, BY-PASS)

Letters 375 375/300 300 250 300
Numerals 450 450/375 375 300 375

Cardinal Directions
First Letters 450 375 375 250 300
Rest of Words 375 300 300 200 300

Names of Destinations
Upper-Case Letters 500 500 400 330 400
Lower-Case Letters 375 375 300 250 300

Distance Numbers 450 450/375 375 300 375
Distance Fraction Numerals 300 300/250 250 200 250
Distance Words 300 300/250 250 200 250
Action Message Words 300 300/250 250 200 250
B. Gore Signs

Words 300 300 300 200 —
Numerals & Letters 450 450 450 250 —

Note: (/) Slanted bar signifies separation of desirable and minimum sizes.

 



Table 2E-4. Minimum Letter and Numeral Sizes for Freeway Guide Signs 
According to Interchange Classification  (sizes shown in inches)

Type of Interchange (see Section 2E.28)
Type of Sign Major

Category a Category b Intermediate Minor Overhead

A. Advance Guide, Exit Direction, and Overhead Guide Signs
Exit Plaques

Words 10 10 10 10 10
Numerals & Letters 15 15 15 15 15

Interstate Route Signs
Numerals 24/18 — — — 18
1- or 2-Digit Shields 48 x 48/ — — — 36 x 36

36 x 36
3-Digit Shields 60 x 48/ — — — 45 x 36

45 x 36
U.S. or State Route Signs

Numerals 24/18 18 18 12 18
1- or 2-Digit Shields 48 x 48/ 36 x 36 36 x 36 24 x 24 36 x 36

36 x 36
3-Digit Shields 60 x 48/ 45 x 36 45 x 36 30 x 24 45 x 36

45 x 36
U.S. or State Route 

Text Identification 
(Examples: ALT, BY-PASS)

Letters 15 15/12 12 10 12
Numerals 18 18/15 15 12 15

Cardinal Directions
First Letters 18 15 15 10 15
Rest of Words 15 12 12 8 12

Names of Destinations
Upper-Case Letters 20 20 16 13.3 16
Lower-Case Letters 15 15 12 10 12

Distance Numbers 18 18/15 15 12 15
Distance Fraction Numerals 12 12/10 10 8 10
Distance Words 12 12/10 10 8 10
Action Message Words 12 12/10 10 8 10
B. Gore Signs

Words 12 12 12 8 —
Numeral & Letters 18 18 18 10 —

Note: (/) Slanted bar signifies separation of desirable and minimum sizes.



Table 2E-5. Minimum Letter and Numeral Sizes for Freeway
Guide Signs According to Sign Type (Sheet 1 of 2)

Type of Sign Minimum Size (mm) Minimum Size (inches)
A. Pull-Through Signs

Destinations — Upper-Case Letters 400 16
Destinations — Lower-Case Letters 300 12
Route Signs as Messages

Cardinal Directions — First Letter 375 15
Cardinal Directions — Rest of Word 300 12
1- or 2-Digit Shields 900 x 900 36 x 36
3-Digit Shields 1125 x 900 45 x 36

B. Supplemental Guide Signs
Exit Number Words 250 10
Exit Number Numerals and Letters 375 15
Place Names — Upper-Case Letters 330 13.3
Place Names — Lower-Case Letters 250 10
Action Messages 200 8
Route Signs

Numerals 300 12
1- or 2-Digit Shield 600 x 600 24 x 24
3-Digit Shield 900 x 600 36 x 24

C. Interchange Sequence or Community Interchanges Identification Signs
Words — Upper-Case Letters 330 13.3
Words — Lower-Case Letters 250 10
Numerals 330 13.3
Fraction Numerals 200 8
Route Signs

Numerals 300 12
1- or 2-Digit Shield 600 x 600 24 x 24
3-Digit Shield 900 x 600 36 x 24

D. Next X Exits Sign
Place Names — Upper-Case Letters 330 13.3
Place Names — Lower-Case Letters 250 10
NEXT X EXITS 250 10

E. Distance Signs
Words — Upper-Case Letters 200 8
Words — Lower-Case Letters 150 6
Numerals 200 8
Route Signs

Numerals 225 9
1- or 2-Digit Shield 450 x 450 18 x 18
3-Digit Shield 600 x 450 24 x 18

F. General Services Signs
Exit Number Words 250 10
Exit Number Numerals and Letters 375 15
Services 250 10

G. Rest Area and Scenic Area Signs
Words 300 12
Distance Numerals 375 15
Distance Fraction Numerals 250 10
Distance Words 300 12
Action Message Words 300 12

H. Reference Location Signs
Words 100 4
Numerals 250 10

I. Boundary and Orientation Signs
Words — Upper-Case Letters 200 8
Words — Lower-Case Letters 150 6

J. Next Exit and Next Services Signs
Words and Numerals 200 8

K. Exit Only Signs
Words 300 12

 



Type of Sign Minimum Size (mm) Minimum Size (inches)

Table 2E-5. Minimum Letter and Numeral Sizes for Expressway
Guide Signs According to Sign Type (Sheet 2 of 2)

L. Diagrammatic Signs
Arrowhead (Standard Up Arrow) 540 21.625
Arrow Shaft Width 200 8
Arrow Height

Through 1800 72
Left Only 1200 48
Right Only 1200 48
Optional-Diverge 1800 72
Optional-Split 1650 66

Vertical Separator Width 50 2
Vertical Space between 200 8 

Vertical Separator and Top 
of Nearest Arrow

Horizontal Space between 375 15
Vertical Separator and Top 
of Nearest Through Arrow

Horizontal Space between 250 10
Arrow Shaft and
EXIT and ONLY plaques

EXIT and ONLY Plaques 1500 x 450 60 x 18



Rest Area XX km (Miles) D5-1 2F.05 1650 x 900* 2400 x 1350* — —
(66 x 36) (96 x 54)

Rest Area Next Right D5-1b 2F.05 1950 x 1050* 3000 x 1500* — —
(78 x 42) (120 x 60)

Rest Area (with arrow) D5-2 2F.05 1650 x 900* 2400 x 1350* — —
(66 x 36) (96 x 54)

Rest Area (with horizontal arrow) D5-5 2F.05 1200 x 1200* — — —
(48 x 48)

Next Rest Area XX km (Miles) D5-6 2F.05 1500 x 1200* 2250 x 1800* — —
(60 x 48) (90 x 72)

Rest Area Tourist Info Center XX km (Miles) D5-7 2F.06 2400 x 1800* 3600 x 2550* — —
(96 x 72) (144 x 102)

Rest Area Tourist Info Center (with arrow) D5-8 2F.06 2100 x 1800* 3000 x 2550* — —
(84 x 72) (120 x 102)

Rest Area Tourist Info Center Next Right D5-11 2F.06 2400 x 1800* 3600 x 2550* — —
(96 x 72) (144 x 102)

Interstate Oasis D5-12 2F.04 — 750 x 750 — —
(30 x 30)

Brake Check Area XX km (Miles) D5-13 2F.10 2100 x 1200 3150 x 1800 — —
(84 x 48) (126 x 72)

Brake Check Area (with arrow) D5-14 2F.10 1950 x 1500 2400 x 1800 — —
(78 x 60) (96 x 72)

Chain Up Area XX km (Miles) D5-15 2F.11 1650 x 1200 2400 x 1800 — —
(66 x 48) (96 x 72)

Chain Up Area (with arrow) D5-16 2F.11 1950 x 1350 2400 x 1650 — —
(78 x 54) (96 x 66)

Telephone D9-1 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Hospital D9-2 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Camping D9-3 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Trailer Camping D9-3a 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Litter Container D9-4 2F.02 600 x 750 900 x 1200 — —
(24 x 30) (36 x 48)

Handicapped D9-6 2F.02, 600 x 600 750 x 750 — —
2F.05 (24 x 24) (30 x 30)

Gas D9-7 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Food D9-8 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Lodging D9-9 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Tourist Information D9-10 2F.02, 600 x 600 750 x 750 — —
2F.06 (24 x 24) (30 x 30)

Diesel Fuel D9-11 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Alternative Fuel D9-11a 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Electric Vehicle Charging D9-11b 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

RV Sanitation Station D9-12 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Emergency Medical Services D9-13 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Hospital D9-13a 2F.02 600 x 300 750 x 375 — —
(24 x 12) (30 x 15)

Ambulance Station D9-13b 2F.02 600 x 300 750 x 375 — —
(24 x 12) (30 x 15)

Emergency Medical Care D9-13c 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Trauma Center D9-13d 2F.02 600 x 300 750 x 375 — —
(24 x 12) (30 x 15)

Police D9-14 2F.02 600 x 300 750 x 375 — —
(24 x 12) (30 x 15)

Table 2F-1. General Service Sign and Plaque Sizes (Sheet 1 of 2)

Conventional
Road OversizedMinimumFreeway or

ExpresswaySectionSign
DesignationSign or Plaque

* The size shown is for a sign with a REST AREA and/or TOURIST INFO CENTER legend. The size should be appropriately
adjusted if an alternate legend is used.

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

 



Table 2F-1. General Service Sign and Plaque Sizes (Sheet 2 of 2)

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Conventional
Road OversizedMinimumFreeway or

ExpresswaySectionSign
DesignationSign or Plaque

Propane Gas D9-15 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Truck Parking D9-16 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Next Services XX km (Miles) D9-17 2F.02, 2550 x 750 3900 x 1125 — —
2F.03 (102 x 24) (156 x 30)

General Services (up to 6 symbols) D9-18 2F.03 — 2400 x 1500 — —
(96 x 60)

General Services (word message) D9-18a 2F.03 — 2400 x 1500 — —
(96 x 60)

General Services Next Exit (word legend) D9-18e 2F.03 — 2400 x 1800 — —
(96 x 72)

Pharmacy D9-20 2F.02 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

24-Hour (plaque) D9-20aP 2F.02 600 x 300 750 x 375 — —
(24 x 12) (30 x 15)

Telecommunication Device for the Deaf D9-21 2F.05 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Wireless Internet D9-22 2F.05 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Weather Information D12-1 2F.07 2100 x 1200 3300 x 2100 — —
(84 x 48) (132 x 84)

Car Pool Information D12-2 2F.09 1500 x 1050 2400 x 1650 — —
(60 x 42) (96 x 66)

Channel 9 Monitored D12-3 2F.07 2100 x 1200 3300 x 2100 — —
(84 x 48) (132 x 84)

Emergency Call 911 D12-4 2F.07 1650 x 750 2400 x 1200 — —
(66 x 30) (96 x 48)

Travel Info Call 511 D12-5 2F.08 1050 x 1500 1650 x 2400 — —
(42 x 60) (66 x 96)

Runaway Truck Ramp XX km (Miles) D17-3 2F.12 1950 x 1200 2400 x 1500 — —
(78 x 48) (96 x 60)

Runaway Truck Ramp (with arrow) D17-4 2F.12 1950 x 1500 2400 x 1800 — —
(78 x 60) (96 x 72)

Truck Escape Ramp D17-5 2F.12 1950 x 1500 1950 x 1500 — —
(78 x 60) (78 x 60)

Sand (plaque) D17-5dP 2F.12 600 x 300 750 x 375 — —
(24 x 12) (30 x 15)

Gravel (plaque) D17-5eP 2F.12 600 x 300 750 x 375 — —
(24 x 12) (30 x 15)

Paved (plaque) D17-5fP 2F.12 600 x 300 750 x 375 — —
(24 x 12) (30 x 15)



Table 2I-1. General Information Sign Sizes

Conventional
Road OversizedMinimumFreeway or

ExpresswaySectionSign
DesignationSign

* The size shown is for a typical sign. The size should be appropriately adjusted based on the amount of legend required for
the sign.

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Reference Location (1 digit) D10-1 2I.02 250 x 450 300 x 600 — —
(10 x 18) (12 x 24)

Intermediate Reference Location (2 digits) D10-1a 2I.02 250 x 675 300 x 900 — —
(10 x 27) (12 x 36)

Reference Location (2 digits) D10-2 2I.02 250 x 675 300 x 900 — —
(10 x 27) (12 x 36)

Intermediate Reference Location (3 digits) D10-2a 2I.02 250 x 900 300 x 1200 — —
(10 x 36) (12 x 48)

Reference Location (3 digits) D10-3 2I.02 250 x 900 300 x 1200 — —
(10 x 36) (12 x 48)

Intermediate Reference Location (4 digits) D10-3a 2I.02 250 x 1200 300 x 1500 — —
(10 x 48) (12 x 60)

Enhanced Reference Location D10-4 2I.03 450 x 1350 450 x 1350 — —
(18 x 54) (18 x 54)

Intermediate Enhanced Reference Location D10-5 2I.03 450 x 1500 450 x 1500 — —
(18 x 60) (18 x 60)

Acknowledgement D14-1 2I.09 900 x 750* 1800 x 1200* — —
(36 x 30) (72 x 48)

Acknowledgement D14-2 2I.09 900 x 750* 1800 x 1200* — —
(36 x 30) (72 x 48)

Acknowledgement D14-3 2I.09 2400 x 900* 2400 x 900* — —
(96 x 36) (96 x 36)

Signals Set for XX km/h (MPH) I1-1 2I.04 600 x 900 — — —
(24 x 36)

Jurisdictional Boundary I-2 2I.06 Varies x 450 Varies x 900 — —
(Varies x 18) (Varies x 36)

Geographical Features I-3 2I.06 Varies x 450 Varies x 900 — —
(Varies x 18) (Varies x 36)

Airport I-5 2I.05 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Bus Station I-6 2I.05 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Train Station I-7 2I.05 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Library I-8 2I.05 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Ferry Terminal I-9 2I.05 600 x 600 750 x 750 — —
(24 x 24) (30 x 30)

Recycling Collection Center I-11 2I.05 750 x 1200 — — —
(30 x 48)



Table 2J-1. Category Chart for Recreational and Cultural Interest Area Symbols

General
Automobiles RS-003
Bear Viewing Area RS-012
Bus Stop RS-031
Buses RS-139
Campfires * RS-042
Cans or Bottles * RS-101
Cultural Interest Area RS-142
Dam RS-009
Deer Viewing Area RS-011
Falling Rocks * RS-008
Fire Extinguisher * RS-090
Lighthouse RS-007
Lookout Tower RS-006
Nature Study Area RS-141
Pedestrian Crossing * RS-016
Pets on Leash * RS-017
Pick-Up Trucks RS-140
Point of Interest RS-080
Radios * RS-103
Rattlesnakes * RS-099
Recycling * RS-200
Sea Plane RS-115
Smoking * RS-002
Snack Bar * RS-102
Stay on Trail * RS-123
Strollers * RS-111
Trucks RS-004
Tunnel RS-005
Viewing Area RS-036
Walk on Boardwalk * RS-122
Wood Gathering * RS-120

Accommodations
Baby Changing Station RS-137 

(Men’s Room)
Baby Changing Station RS-138

(Women’s Room)
Campground RS-038
Handicapped Access RS-028
Lodging RS-018
Men’s Restroom RS-021
Parking RS-034
Recreational Vehicle Site RS-104
Restaurant/Food RS-019
Restrooms RS-022
Sleeping Shelter * RS-037
Trailer Site RS-040
Walk-In Camp RS-148
Women’s Restroom RS-023

Services
Airport RS-029
Drinking Water RS-013
Electrical Hook-Up RS-150
Firewood Cutting * RS-112
First Aid RS-024
Gas Station RS-032
Grocery Store RS-020
Hospital RS-201
Information RS-014
Kennel RS-045
Laundromat RS-085
Library RS-110
Litter Receptacle RS-086
Lockers/Storage * RS-030
Mechanic RS-027
Pharmacy (24-Hour) RS-202
Picnic Shelter RS-039
Picnic Site RS-044
Post Office RS-026
Radiator Water RS-114
Ranger Station RS-015
Sanitary Station RS-041
Showers * RS-035
Stable RS-073

Telephone RS-025
Theater RS-109
Trail Shelter * RS-043
Tramway RS-071
Trash Dumpster RS-091
Vehicle Ferry RS-033

Land Recreation
All-Terrain Trail RS-095
Amphitheater RS-070
Archery RS-116
Baseball * RS-096
Bicycle Trail RS-066
Climbing * RS-082
Corral RS-149
Driving Tour RS-113
Exercise/Fitness RS-097
Golfing * RS-128
Hang Gliding RS-126
Hiking Trail RS-068
Horse Trail RS-064
In-Line Skating RS-125
Interpretive Trail RS-114
Motor Bike Trail RS-065
Off-Road Vehicle Trail RS-067
Playground RS-069
Rock Collecting * RS-083
Skateboarding * RS-098
Spelunking/Caves RS-084
Technical Rock Climbing RS-081
Tennis RS-129
Wildlife Viewing RS-076

Water Recreation
Beach RS-145
Boat Motor RS-147
Boat Ramp RS-054
Canoeing RS-079
Diving RS-062
Fish Cleaning * RS-093
Fish Hatchery RS-010
Fish Ladder * RS-089
Fishing Area RS-063
Fishing Pier RS-119
Hand Launch/Small RS-117 

Boat Launch
Jet Ski/Personal RS-121 

Watercraft
Kayaking RS-118
Lifejackets * RS-094
Marina RS-053
Motorboating RS-055
Rafting RS-146
Rowboating RS-057
Sailing RS-056
Scuba Diving RS-060
Seal Viewing RS-106
Surfing RS-059
Swimming RS-061
Tour Boat RS-087
Wading RS-088
Waterskiing RS-058
Whale Viewing RS-107
Wind Surfing RS-108

Winter Recreation
Chair Lift/Ski Lift RS-105
Cross Country Skiing RS-046
Dog Sledding RS-143
Downhill Skiing RS-047
Ice Fishing RS-092
Ice Skating RS-050
Ski Jumping RS-048
Sledding RS-049
Snow Tubing RS-144
Snowboarding RS-127
Snowmobiling RS-052

Snowshoeing RS-078
Winter Recreational Area RS-077

Prohibited Activities or Items
Do Not Cross PS-016
Do Not Drink PS-013
Do Not Feed Animals PS-130
Do Not Feed Bears PS-135
Do Not Feed Coyotes PS-133
Do Not Feed Deer PS-134
Do Not Feed Ducks PS-131
Do Not Feed Squirrels PS-132
No Alcoholic Beverages PS-100
No All-Terrain Vehicles PS-095
No Automobiles PS-003
No Baby Strollers PS-111
No Ball Playing PS-096
No Biking PS-066
No Boat Launching PS-054
No Boat Motors PS-147
No Buses PS-139
No Campfires PS-042
No Camping PS-038
No Cans or Bottles PS-101
No Climbing PS-082
No Diving PS-062
No Dog Sledding PS-143
No Downhill Skiing PS-047
No Firearms PS-001
No Fish Cleaning PS-093
No Fishing PS-063
No Food or Drink PS-102
No Gasoline PS-032
No Hand Launch/Small PS-117 

Boat Launch
No Hang Gliding PS-126
No Horses PS-064
No Hunting PS-072
No Ice Fishing PS-092
No In-Line Skating PS-125
No Jet Ski/Personal PS-121 

Watercraft
No Littering PS-086
No Motor Bikes PS-065
No Motorboats PS-055
No Off-Road Vehicles PS-067
No Parking PS-034
No Pets PS-017
No Picnicking PS-044
No Radios PS-103
No Rafting PS-146
No Recreational Vehicles PS-104
No Rock Collecting PS-083
No Scuba Diving PS-060
No Skateboarding PS-098
No Skating PS-050
No Ski Jumping PS-048
No Sledding PS-049
No Smoking PS-002
No Snow Tubing PS-144
No Snowboarding PS-127
No Snowmobiling PS-052
No Step PS-124
No Surfing PS-059
No Swimming PS-061
No Technical Rock PS-081

Climbing
No Trailers PS-040
No Trucks PS-004
No Wading PS-088
No Waterskiing PS-058
No Wood Chopping PS-112
No Wood Gathering PS-120
Stay on Boardwalk PS-122

*For non-road use only



Sign
Sign

Section
Conventional

Expressway Freeway Minimum OversizedDesignation Road

Evacuation Route EM-1, 2K.03 600 x 600 — — 450 x 450 —
EM-1a (24 x 24) (18 x 18)

Area Closed EM-2 2K.04 750 x 600 — — — —
(30 x 24)

Traffic Control Point EM-3 2K.05 750 x 600 — — — —
(30 x 24)

Maintain Top Safe Speed EM-4 2K.06 600 x 750 — — — —
(24 x 30)

Permit Required EM-5 2K.07 600 x 750 — — — —
(24 x 30)

Emergency Aid Center EM-6a to 2K.08 750 x 600 — — — —
EM-6d (30 x 24)

Shelter Directional EM-7a to 2K.09 750 x 600 — — — —
EM-7d (30 x 24)

Notes:
1. Larger sizes may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Table 2K-1. Emergency Management Sign Sizes



Table 2M-1. Example of Units of Information

Note: The following is an example of a two-phase message that could be developed from the
four information units shown in this table:

Number ofQuestion Answer Information Units
What happened? MAJOR ACCIDENT 1
Where? AT EXIT 12 1
Who is the advisory for? Drivers Heading TO NEW YORK 1
What is advised? USE ROUTE 46 1

MAJOR ACCIDENT

AT EXIT 12

Phase 1

USE ROUTE 46

TO NEW YORK

Phase 2

 



Table 3B-1. Minimum Passing Sight Distances for No-Passing Zone Markings

85th-Percentile or
Posted or Statutory
Speed Limit (km/h)

40
50
60
70
80
90
100
110
120

Minimum Passing 
Sight Distance 

(meters)

140
160
180
210
245
280
320
355
395

85th-Percentile or
Posted or Statutory
Speed Limit (mph)

25
30
35
40
45
50
55
60
65
70

Minimum Passing 
Sight Distance 

(feet)

450
500
550
600
700
800
900

1,000
1,100
1,200



Table 3B-2. Standard Edge Line and Lane Line Markings for Preferential Lanes

Notes: 1. If there are two or more preferential lanes, the lane lines between the preferential lanes shall be normal broken
white lines.

2. The standard lane markings listed in this table are provided in a tabular format for reference.
3. This information is also described in the first Standard in Section 3B.25.

Type of 
Preferential Lane Left-hand Edge Line

Barrier-Separated,
Nonreversible

A single normal solid yellow line

A single normal solid yellow line

A single normal solid white line

A single normal solid white line

A single normal solid white line
(see Drawing A of Figure 3B-31)

A single normal solid white line
(see Drawing B of Figure 3B-31)

Barrier-Separated,
Reversible

Contiguous,
Left-hand Side

A double solid wide white line where crossing
is prohibited (see Drawing A of Figure 3B-33)
A single solid wide white line where crossing is
discouraged (see Drawing B of Figure 3B-33)
A single broken wide white line where 
crossing is permitted 
(see Drawing C of Figure 3B-33)

A single normal solid yellow lineBuffer-Separated,
Left-Hand Side

A double solid wide white line along both
edges of the buffer space where crossing is
prohibited (see Drawing A of Figure 3B-32)
A single solid wide white line along both
edges of the buffer space where crossing is
discouraged (see Drawing B of Figure 3B-32)
A single broken wide white line along both
edges of the buffer space, or a single broken
wide white line within the buffer space 
(resulting in wider lanes), where crossing is
permitted (see Drawing C of Figure 3B-32)

Buffer-Separated,
Right-Hand Side

A single normal solid white line
(if warranted)

A double solid wide white line where crossing
is prohibited (see Drawing D of Figure 3B-33)
A single solid wide white line where 
crossing is discouraged 
(see Drawing D of Figure Figure 3B-33)
A single broken wide white line where 
crossing is permitted 
(see Drawing D of Figure Figure 3B-33)
A single dotted normal white line where 
crossing is permitted for any vehicle to 
perform a right-turn maneuver
(see Drawing D of Figure Figure 3B-33)

Contiguous,
Right-hand Side

Right-hand Edge Line

A double solid wide white line along both
edges of the buffer space where crossing is
prohibited (see Drawing D of Figure 3B-32)
A single solid wide white line along both
edges of the buffer space where crossing is
discouraged (see Drawing D of Figure 3B-32)
A single broken wide white line along both
edges of the buffer space, or a single broken
wide white line within the buffer space 
(resulting in wider lanes), where crossing is
permitted (see Drawing D of Figure 3B-32)
A single dotted normal white line within the
buffer space (resulting in wider lanes) where
crossing is permitted for any vehicle to 
perform a right-turn maneuver 
(see Drawing D of Figure 3B-32)

 



Table 3D-1. Approximate Spacing for Delineators on Horizontal Curves

Radius (R) of Curve
(meters)

15
35
55
75
95
125
155
185
215
245
275
305

Approximate Spacing (S)
on Curve (meters)

6
8
11
13
15
18
20
22
24
26
27
29

Radius (R) of Curve
(feet)

50
115
180
250
300
400
500
600
700
800
900

1,000

Approximate Spacing (S)
on Curve (feet)

20
25
35
40
50
55
65
70
75
80
85
90

Spacing for specific radii may be interpolated from table.  The minimum spacing should be 6.1 m (20 ft).  
The spacing on curves should not exceed 90 m (300 ft).  In advance of or beyond a curve, and proceeding
away from the end of the curve, the spacing of the first delineator is 2S, the second 3S, and the third 6S but
not to exceed 90 m (300 ft).  S refers to the delineator spacing for specific radii computed from the formula
S=1.7  R-15 for metric units and S=3  R-50 for English units.  The distances in feet shown in the table above
were rounded to the nearest 5 feet.



Table 4C-1. Warrant 1, Eight-Hour Vehicular Volume

Number of lanes for 
moving traffic on each approach

Major Street Minor Street
1 1

2 or more 1
2 or more 2 or more

1 2 or more

Vehicles per hour on major street
(total of both approaches)

100%a 80%b 70%c 56%d

500 400 350 280
600 480 420 336
600 480 420 336
500 400 350 280

Vehicles per hour on higher-volume 
minor-street approach (one direction only)
100%a 80%b 70%c 56%d

150 120 105 84
150 120 105 84
200 160 140 112
200 160 140 112

Condition A—Minimum Vehicular Volume

a Basic minimum hourly volume
b Used for combination of Conditions A and B after adequate trial of other remedial measures
c May be used when the major-street speed exceeds 70 km/h or exceeds 40 mph or in an isolated community with a

population of less than 10,000
d May be used for combination of Conditions A and B after adequate trial of other remedial measures when the major-street

speed exceeds 70 km/h or exceeds 40 mph or in an isolated community with a population of less than 10,000

Number of lanes for 
moving traffic on each approach

Major Street Minor Street
1 1

2 or more 1
2 or more 2 or more

1 2 or more

Vehicles per hour on major street
(total of both approaches)

100%a 80%b 70%c 56%d

750 600 525 420
900 720 630 504
900 720 630 504
750 600 525 420

Vehicles per hour on higher-volume 
minor-street approach (one direction only)
100%a 80%b 70%c 56%d

75 60 53 42
75 60 53 42

100 80 70 56
100 80 70 56

Condition B—Interruption of Continuous Traffic



Table 4C-2. Warrant 9, Adjustment Factor for Daily Train Frequency

Trains Adjustment
per Day Factor

1 0.67
2 0.91

3 to 5 1.00
6 to 8 1.18
9 to 11 1.25

12 or more 1.33



% of High-Occupancy Buses* Adjustment
on Minor-Street Approach Factor

0% 1.00
2% 1.09
4% 1.19

6% or more 1.32

Table 4C-3. Warrant 9, Adjustment Factor for Percentage of High-Occupancy Buses

* A high-occupancy bus is defined as a bus occupied by at least 20 people.

 



% of Tractor-Trailer Trucks Adjustment Factor
on Minor-Street Approach D less than 21 m (70 ft) D of 21 m (70 ft) or more

0% to 2.5% 0.50 0.50
2.6% to 7.5% 0.75 0.75
7.6% to 12.5% 1.00 1.00
12.6% to 17.5% 2.30 1.15
17.6% to 22.5% 2.70 1.35
22.6% to 27.5% 3.28 1.64
More than 27.5% 4.18 2.09

Table 4C-4. Warrant 9, Adjustment Factor for Percentage of Tractor-Trailer Trucks



Table 4D-1. Minimum Sight Distance for Signal Visibility

85th-Percentile Speed
(km/h)

30
40
50
60
70
80
90
100

Minimum Sight Distance
(meters)

50
65
85
110
140
165
195
220

85th-Percentile Speed
(mph)

20
25
30
35
40
45
50
55
60

Minimum Sight Distance
(feet)

175
215
270
325
390
460
540
625
715



Table 5A-1. Sign and Plaque Sizes on Low-Volume Roads (Sheet 1 of 2)

Sign or Plaque
Sign

Section
Sign Sizes

Designation Typical Minimum Oversized
Stop R1-1 5B.02 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Yield R1-2 5B.02 750 x 750 x 750 — 900 x 900 x 900

(30 x 30 x 30) (36 x 36 x 36)
Speed Limit (English) R2-1 5B.03 600 x 750 450 x 600 900 x 1200

(24 x 30) (18 x 24) (36 x 48)
Speed Limit (Metric) R2-1(M) 5B.03 600 x 900 450 x 750 900 x 1350

(24 x 36) (18 x 30) (36 x 54)
Do Not Pass R4-1 5B.04 600 x 600 — 900 x 900

(24 x 24) (36 x 36)
Do Not Pass (plaque) R4-1P 5B.04 600 x 300 — 900 x 450

(24 x 12) (36 x 18)
Pass With Care R4-2 5B.04 600 x 750 450 x 600 900 x 1200

(24 x 30) (18 x 24) (36 x 48)
Keep Right R4-7 5B.04 600 x 750 450 x 600 900 x 1200

(24 x 30) (18 x 24) (36 x 48)
Do Not Enter R5-1 5B.04 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
No Trucks R5-2 5B.04 600 x 600 — 750 x 750

(24 x 24) (30 x 30)
One Way R6-2 5B.04 450 x 600 — 600 x 750

(18 x 24) (24 x 30)
No Parking R8-3 5B.05 450 x 600 — 600 x 750

(18 x 24) (24 x 30)
No Parking (symbol) R8-3a 5B.05 600 x 600 450 x 450 750 x 750

(24 x 24) (18 x 18) (30 x 30)
No Parking (plaque) R8-3cP, 5B.05 600 x 450 450 x 300 750 x 600

3dP (24 x 18) (18 x 12) (30 x 24)
Road Closed R11-2 5B.04 1200 x 750 — —

(48 x 30)
Road Closed, Local Traffic Only R11-3a 5B.04 1500 x 750 — —

(60 x 30)
Bridge Out, Local Traffic Only R11-3b 5B.04 1500 x 750 — —

(60 x 30)
Road Closed to Thru Traffic R11-4 5B.04 1500 x 750 — —

(60 x 30)
Weight Limit R12-1 5B.04 600 x 750 — 900 x 1200

(24 x 30) (36 x 48)
Railroad Crossbuck R15-1 5F.02 1200 x 225 — —

(48 x 9)
Number of Tracks (plaque) R15-2P 5F.02 675 x 450 — —

(27 x 18)
Horizontal Alignment W1-1,2,3,4,5 5C.02 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
One-Direction Large Arrow W1-6 5C.02 900 x 450 — 1200 x 600

(36 x 18) (48 x 24)
Two-Direction Large Arrow W1-7 5C.02 900 x 450 — 1200 x 600

(36 x 18) (48 x 24)
Chevron Alignment W1-8 5C.02 300 x 450 — 450 x 600

(12 x 18) (18 x 24)
Intersection Warning W2-1,2,3,4,5 5C.03 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Stop Ahead W3-1 5C.04 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Yield Ahead W3-2 5C.04 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Be Prepared to Stop W3-4 5G.05 900 x 900 — 1200 x 1200

(36 x 36) (48 x 48)
Narrow Bridge W5-2 5C.05 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
One Lane Bridge W5-3 5C.06 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Hill W7-1 5C.07 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
XX % Grade (plaque) W7-3P 5C.07 600 x 450 — 750 x 600

(24 x 18) (30 x 24)
Next XX km (Miles) (plaque) W7-3aP 5C.09 600 x 450 — 750 x 600

(24 x 18) (30 x 24)
Pavement Ends W8-3 5C.08 750 x 750 — 900 x 900

(30 x 30) (36 x 36)

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

 



Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Table 5A-1. Sign and Plaque Sizes on Low-Volume Roads (Sheet 2 of 2)

Sign or Plaque
Sign

Section
Sign Sizes

Designation Typical Minimum Oversized
Truck Crossing W8-6 5C.09 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Loose Gravel W8-7 5G.05 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Highway-Rail Grade Crossing W10-1 5F.03 750 Dia. — 900 Dia.
Advance Warning (30 Dia.) (36 Dia.)
Highway-Rail Grade Crossing W10-2,3,4 5F.03 750 x 750 — 900 x 900
Advance Warning (30 x 30) (36 x 36)
No Signal (plaque) W10-10P 5F.03 600 x 450 — 750 x 600

(24 x 18) (30 x 24)
Signal Ahead (plaque) W10-16P 5F.03 600 x 450 — 750 x 600

(24 x 18) (30 x 24)
Entering/Crossing W11 Series 5C.09 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Advisory Speed (plaque) W13-1P 5C.10 450 x 450 — 600 x 600

(18 x 18) (24 x 24)
Dead End/No Outlet W14-1,2 5C.11 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Dead End/No Outlet W14-1a,2a 5C.11 900 x 225 600 x 150 —

(36 x 9) (24 x 6)
No Passing Zone (pennant) W14-3 5G.05 1000 x 1000 x 750 — 1200 x 1200 x 900

(40 x 40 x 30) (48 x 48 x 36)
Supplemental Distance (plaque) W16-2P 5C.09 600 x 450 450 x 300 750 x 600

(24 x 18) (18 x 12) (30 x 24)
Ahead (plaque) W16-9P 5C.09 600 x 300 — 750 x 450

(24 x 12) (30 x 18)
No Traffic Signs W18-1 5C.12 750 x 750 — 900 x 900

(30 x 30) (36 x 36)
Road Work XX m (Ft) W20-1 5G.05 900 x 900 — 1200 x 1200

(36 x 36) (48 x 48)
Flagger W20-7 5G.05 900 x 900 — 1200 x 1200

(36 x 36) (48 x 48)
Workers W21-1 5G.05 900 x 900 — 1200 x 1200

(36 x 36) (48 x 48)
Fresh Oil W21-2 5G.05 750 x 750 — 1200 x 1200

(30 x 30) (48 x 48)
Road Machinery Ahead W21-3 5G.05 750 x 750 — 1200 x 1200

(30 x 30) (48 x 48)
Shoulder Work W21-5 5G.05 900 x 900 — 1200 x 1200

(36 x 36) (48 x 48)
Survey Crew W21-6 5G.05 900 x 900 — 1200 x 1200

(36 x 36) (48 x 48)



Table 6C-1. Recommended Advance Warning Sign Minimum Spacing

Road Type
Distance Between Signs**

A B C
Urban (low speed)* 30 (100) 30 (100) 30 (100)
Urban (high speed)* 100 (350) 100 (350) 100 (350)
Rural 150 (500) 150 (500) 150 (500)
Expressway / Freeway 300 (1,000) 450 (1,500) 800 (2,640)

* Speed category to be determined by highway agency
** Distances are shown in meters (feet). The column headings A, B, and C are the

dimensions shown in Figures 6H-1 through 6H-46. The A dimension is the distance
from the transition or point of restriction to the first sign. The B dimension is the
distance between the first and second signs. The C dimension is the distance
between the second and third signs. (The “first sign” is the sign in a three-sign series
that is closest to the TTC zone. The “third sign” is the sign that is furthest upstream
from the TTC zone.)

 



Table 6C-2. Stopping Sight Distance as a Function of Speed

Speed* (km/h)

30
40
50
60
70
80
90
100
110
120

Distance (meters)

35
50
65
85
105
130
160
185
220
250

Speed* (mph)

20
25
30
35
40
45
50
55
60
65
70
75

Distance (feet)

115
155
200
250
305
360
425
495
570
645
730
820

* Posted speed, off-peak 85th-percentile speed prior to work starting, or the anticipated operating speed

 



Table 6C-3. Taper Length Criteria for Temporary Traffic Control Zones

Type of Taper Taper Length

Merging Taper at least L
Shifting Taper at least 0.5 L

Shoulder Taper at least 0.33 L
One-Lane, Two-Way Traffic Taper 15 m (50 ft) minimum, 30 m (100 ft) maximum

Downstream Taper 30 m (100 ft) per lane

Note: Use Table 6C-4 to calculate L

 



Table 6C-4. Formulas for Determining Taper Length

Speed (S) Taper Length (L) 
in km/h in meters

60 km/h or less L = WS2

155

70 km/h or more L = WS
1.6

Speed (S) Taper Length (L) 
in mph in feet

40 mph or less L = WS2

60

45 mph or more L = WS

Where: L = taper length in meters (feet)

W= width of offset in meters (feet)

S = posted speed limit, or off-peak 85th-percentile speed prior to work starting, or the anticipated 
operating speed in km/h (mph)

 



Table 6E-1. Stopping Sight Distance as a Function of Speed

Speed* (km/h)

30
40
50
60
70
80
90
100
110
120

Distance (meters)

35
50
65
85
105
130
160
185
220
250

Speed* (mph)

20
25
30
35
40
45
50
55
60
65
70
75

Distance (feet)

115
155
200
250
305
360
425
495
570
645
730
820

* Posted speed, off-peak 85th-percentile speed prior to work starting, or the anticipated operating speed

 



Table 6F-1. Temporary Traffic Control Zone Sign and Plaque Sizes (Sheet 1 of 4)

Sign or Plaque Sign
Designation

Conventional
Road MinimumFreeway or

Expressway

* See Table 2B-2 for minimum size required for signs facing traffic on multi-lane conventional roads.
Notes: 1. Larger signs may be used wherever necessary for greater legibility or emphasis.

2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Stop R1-1 750 x 750* — —
(30 x 30)

Stop (on Stop/Slow Paddle) R1-1 450 x 450 — —
(18 x 18)

Yield R1-2 900 x 900 x 900* — —
(36 x 36 x 36)

To Oncoming Traffic (plaque) R1-2aP 900 x 750 1200 x 900 600 x 450
(36 x 30) (48 x 36) (24 x 18)

Wait on Stop R1-7 600 x 750 600 x 750 —
(24 x 30) (24 x 30)

Go on Slow R1-8 600 x 750 600 x 750 —
(24 x 30) (24 x 30)

Speed Limit R2-1 600 x 750* 900 x 1200 —
(24 x 30) (36 x 48)

Speed Limit (Metric) R2-1(M) 600 x 900* 900 x 1350 —
(24 x 36) (36 x 54)

Fines Higher (plaque) R2-6P 600 x 600 900 x 900 —
(24 x 24) (36 x 36)

Fines Double (plaque) R2-6aP 600 x 600 900 x 900 —
(24 x 24) (36 x 36)

$XX Fine (plaque) R2-6bP 600 x 600 900 x 900 —
(24 x 24) (36 x 36)

Begin Higher Fines Zone R2-10 600 x 750 900 x 1200 —
(24 x 30) (36 x 48)

End Higher Fines Zone R2-11 600 x 750 900 x 1200 —
(24 x 30) (36 x 48)

End Work Zone Speed Limit R2-12 600 x 900 900 x 1350 —
(24 x 36) (36 x 54)

Movement Prohibition R3-1,2,3, 600 x 600* 900 x 900 —
4,18,27 (24 x 24) (36 x 36)

Mandatory Movement (1 lane) R3-5 750 x 900 — —
(30 x 36)

Optional Movement (1 lane) R3-6 750 x 900 — —
(30 x 36)

Mandatory Movement (text) R3-7 750 x 750* — —
(30 x 30)

Advance Intersection R3-8 Varies x 750 — —
Lane Control (Varies x 30)
Do Not Pass (symbol) R4-1 600 x 600 900 x 900 —

(24 x 24) (36 x 36)
Do Not Pass (plaque) R4-1P 600 x 300 900 x 450 —

(24 x 12) (36 x 18)
Do Not Pass R4-1a 600 x 750 900 x 1200 —

(24 x 30) (36 x 48)
Pass With Care R4-2 600 x 750 900 x 1200 —

(24 x 30) (36 x 48)
Keep Right R4-7 600 x 750 900 x 1200 —

(24 x 30) (36 x 48)
Narrow Keep Right R4-7c 450 x 750 — —

(18 x 30)
Stay in Lane R4-9 600 x 750 900 x 1200 —

(24 x 30) (36 x 48)
Do Not Enter R5-1 750 x 750* 900 x 900 —

(30 x 30) (36 x 36)
Wrong Way R5-1a 900 x 600* 1050 x 750 —

(36 x 24) (42 x 30)
One Way R6-1 900 x 300* 1350 x 450 —

(36 x 12) (54 x 18)
One Way R6-2 600 x 750* 900 x 1200 —

(24 x 30) (36 x 48)
No Parking R8-3a 600 x 600 900 x 900 —

(24 x 24) (36 x 36)
Pedestrian Crosswalk R9-8 900 x 450 — —

(36 x 18)
Sidewalk Closed R9-9 600 x 300 — —

(24 x 12)
Sidewalk Closed, Use R9-10 600 x 300 — —
Other Side (24 x 12)



Notes: 1. Larger signs may be used wherever necessary for greater legibility or emphasis.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign or Plaque Sign
Designation

Conventional
Road MinimumFreeway or

Expressway

Table 6F-1. Temporary Traffic Control Zone Sign and Plaque Sizes (Sheet 2 of 4)

Sidewalk Closed Ahead, R9-11 600 x 450 — —
Cross Here (24 x 18)
Sidewalk Closed, Cross Here R9-11a 600 x 300 — —

(24 x 12)
Road Closed R11-2 1200 x 750 — —

(48 x 30)
Road Closed - Local Traffic Only R11-3a, 1500 x 750 — —

3b,4 (60 x 30)
Weight Limit R12-1,2 600 x 750 900 x 1200 —

(24 x 30) (36 x 48)
Weight Limit (with symbols) R12-5 600 x 900 900 x 1200 —

(24 x 36) (36 x 48)
Turn and Curve Signs W1-1,2,3,4 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Reverse Curve W1-4b,4c 900 x 900 1200 x 1200 750 x 750
(2 or more lanes) (36 x 36) (48 x 48) (30 x 30)
One-Direction Large Arrow W1-6 1200 x 600 1500 x 750 —

(48 x 24) (60 x 30)
Chevron W1-8 450 x 600 750 x 900 —

(18 x 24) (30 x 36)
Stop Ahead W3-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Yield Ahead  W3-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Signal Ahead W3-3 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Be Prepared to Stop W3-4 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Reduced Speed Limit Ahead W3-5 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
XX km/h (MPH) Speed Zone W3-5a 900 x 900 1200 x 1200 750 x 750
Ahead (36 x 36) (48 x 48) (30 x 30)
Merging Traffic W4-1,5 900 x 900 1200 x 1200 900 x 900

(36 x 36) (48 x 48) (36 x 36)
Lane Ends W4-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Added Lane W4-3,6 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
No Merge Area (plaque) W4-5P 450 x 600 600 x 750 —

(18 x 24) (24 x 30)
Thru Traffic Merge Left (Right) W4-7 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Road Narrows W5-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Narrow Bridge W5-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
One Lane Bridge W5-3 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Ramp Narrows W5-4 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Divided Highway W6-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Divided Highway Ends W6-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Two-Way Traffic W6-3 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Two-Way Traffic W6-4 300 x 450 300 x 450 —

(12 x 18) (12 x 18)
Two-Way Traffic on Three-Lane W6-5,6 900 x 900 1200 x 1200 750 x 750 
Roadway (36 x 36) (48 x 48) (30 x 30)
Hill (symbol) W7-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Bump W8-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Dip W8-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Pavement Ends W8-3 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Soft Shoulder W8-4 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)



Table 6F-1. Temporary Traffic Control Zone Sign and Plaque Sizes (Sheet 3 of 4)

Notes: 1. Larger signs may be used wherever necessary for greater legibility or emphasis.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign or Plaque Sign
Designation

Conventional
Road MinimumFreeway or

Expressway
Slippery When Wet W8-5 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Truck Crossing W8-6 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Loose Gravel W8-7 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Rough Road W8-8 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Low Shoulder W8-9 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Uneven Lanes W8-11 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Uneven Lanes (plaque) W8-11P 600 x 450 750 x 600 —

(24 x 18) (30 x 24)
No Center Stripe W8-12 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Falling Rocks W8-14 900 x 900 1200 x 1200 750 x 750 

(36 x 36) (48 x 48) (30 x 30)
Falling Rocks (plaque) W8-14P 600 x 450 750 x 600 —

(24 x 18) (30 x 24)
Grooved Pavement W8-15 900 x 900 1200 x 1200 750 x 750 

(36 x 36) (48 x 48) (30 x 30)
Motorcycle (plaque) W8-15P 600 x 450 750 x 600 —

(24 x 18) (30 x 24)
Shoulder Drop Off (symbol) W8-17 900 x 900 1200 x 1200 750 x 750 

(36 x 36) (48 x 48) (30 x 30)
Shoulder Drop-Off (plaque) W8-17P 600 x 450 750 x 600 —

(24 x 18) (30 x 24)
Shoulder Drop-Off W8-17a 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Road Flooded W8-20 900 x 900 1200 x 1200 750 x 750 

(36 x 36) (48 x 48) (30 x 30)
No Shoulder W8-23 900 x 900 1200 x 1200 750 x 750 

(36 x 36) (48 x 48) (30 x 30)
Steel Plate on Pavement W8-24 900 x 900 1200 x 1200 750 x 750 

(36 x 36) (48 x 48) (30 x 30)
Lane Ends W9-1,2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Lane Closed Ahead W9-3 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Center Lane Closed Ahead W9-3a 900 x 900 1200 x 1200 750 x 750
(symbol) (36 x 36) (48 x 48) (30 x 30)
Highway-Rail Grade Crossing W10-1 900 dia. — —
Advance Warning (36 dia.)
Truck W11-10 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Double Arrow W12-1 750 x 750 — —

(30 x 30)
Low Clearance W12-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Advisory Speed (plaque) W13-1P 600 x 600 750 x 750 450 x 450

(24 x 24) (30 x 30) (18 x 18)
On Ramp (plaque) W13-4P 900 x 900 900 x 900 —

(36 x 36) (36 x 36)
No Passing Zone (pennant) W14-3 1200 x 1200 x 900 1600 x 1600 x 1200 1000 x 1000 x 750

(48 x 48 x 36) (64 x 64 x 48) (40 x 40 x 30)
XX Meters or Feet (plaque) W16-2P 600 x 450 750 x 600 —

(24 x 18) (30 x 24)
Metric (plaque) W16-14P 600 x 225 — —

(24 x 9)
Road Work (with distance) W20-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Detour (with distance) W20-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Road (Street) Closed W20-3 900 x 900 1200 x 1200 750 x 750
(with distance) (36 x 36) (48 x 48) (30 x 30)
One Lane Road (with distance) W20-4 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Lane(s) Closed (with distance) W20-5,5a 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)



Notes: 1. Larger signs may be used wherever necessary for greater legibility or emphasis.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Table 6F-1. Temporary Traffic Control Zone Sign and Plaque Sizes (Sheet 4 of 4)

Sign or Plaque Sign
Designation

Conventional
Road MinimumFreeway or

Expressway
Flagger W20-7 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Slow (on Stop/Slow Paddle) W20-8 450 x 450 — —

(18 x 18)
Workers W21-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Fresh Oil W21-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Road Machinery Ahead W21-3 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Slow Moving Vehicle W21-4 900 x 450 — —

(36 x 18)
Shoulder Work W21-5 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Shoulder Closed W21-5a 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Shoulder Closed (with distance) W21-5b 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Survey Crew W21-6 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Utility Work Ahead W21-7 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Mowing Ahead W21-8 900 x 900 1200 x 1200 750 x 750 

(36 x 36) (48 x 48) (30 x 30)
Blasting Zone Ahead W22-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Turn Off 2-Way Radio and W22-2 1050 x 900 1050 x 900 —
Cell Phone (42 x 36) (42 x 36)
End Blasting Zone W22-3 1050 x 900 1050 x 900 900 x 750

(42 x 36) (42 x 36) (36 x 30)
Slow Traffic Ahead W23-1 1200 x 600 1200 x 600 —

(48 x 24) (48 x 24)
New Traffic Pattern Ahead W23-2 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Double Reverse Curve (1 lane) W24-1 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Double Reverse Curve (2 lanes) W24-1a 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Double Reverse Curve (3 lanes) W24-1b 900 x 900 1200 x 1200 750 x 750

(36 x 36) (48 x 48) (30 x 30)
Road Work Next XX km or Miles G20-1 900 x 450 1200 x 600 —

(36 x 18) (48 x 24)
End Road Work G20-2 900 x 450 1200 x 600 —

(36 x 18) (48 x 24)
Pilot Car Follow Me G20-4 900 x 450 — —

(36 x 18)
Work Zone (plaque) G20-5aP 600 x 150 900 x 225 —

(24 x 6) (36 x 9)
Exit Open E5-2 1200 x 900 — —

(48 x 36)
Exit Closed E5-2a 1200 x 900 — —

(48 x 36)
Exit Only E5-3 1200 x 900 — —

(48 x 36)
Detour M4-8 600 x 300 750 x 375 —

(24 x 12) (30 x 15)
End Detour M4-8a 600 x 450 600 x 450 —

(24 x 18) (24 x 18)
End M4-8b 600 x 300 600 x 300 —

(24 x 12) (24 x 12)
Detour M4-9 750 x 600 1200 x 900 —

(30 x 24) (48 x 36)
Bike/Pedestrian Detour M4-9a 750 x 600 — —

(30 x 24)
Pedestrian Detour M4-9b 750 x 600 — —

(30 x 24)
Bike Detour M4-9c 750 x 600 — —

(30 x 24)
Detour M4-10 1200 x 450 — —

(48 x 18)



Table 6I-1. Index to Typical Applications

Typical Application Description Typical Application Number
Work Outside of a Shoulder (see Section 6G.06)

Work Beyond a Shoulder TA-1
Blasting Zone TA-2

Work on a Shoulder (see Sections 6G.07 and 6G.08)
Work on Shoulders TA-3
Short Duration or Mobile Operation on a Shoulder TA-4
Shoulder Closure on a Freeway TA-5
Shoulder Work with Minor Encroachment TA-6

Work Within the Traveled Way of a Two-Lane Highway (see Section 6G.10)
Road Closed with a Diversion TA-7
Roads Closed with an Off-Site Detour TA-8
Overlapping Routes with a Detour TA-9
Lane Closure on a Two-Lane Road Using Flaggers TA-10
Lane Closure on a Two-Lane Road with Low Traffic Volumes TA-11
Lane Closure on a Two-Lane Road Using Traffic Control Signals TA-12
Temporary Road Closure TA-13
Haul Road Crossing TA-14
Work in the Center of a Road with Low Traffic Volumes TA-15
Surveying Along the Center Line of a Road with Low Traffic Volumes TA-16
Mobile Operations on a Two-Lane Road TA-17

Work Within the Traveled Way of an Urban Street (see Section 6G.11)
Lane Closure on a Minor Street TA-18
Detour for One Travel Direction TA-19
Detour for a Closed Street TA-20

Work Within the Traveled Way at an Intersection and on Sidewalks (see Section 6G.13)
Lane Closure on the Near Side of an Intersection TA-21
Right Lane Closure on the Far Side of an Intersection TA-22
Left Lane Closure on the Far Side of an Intersection TA-23
Half Road Closure on the Far Side of an Intersection TA-24
Multiple Lane Closures at an Intersection TA-25
Closure in the Center of an Intersection TA-26
Closure at the Side of an Intersection TA-27
Sidewalk Detour or Diversion TA-28
Crosswalk Closures and Pedestrian Detours TA-29

Work Within the Traveled Way of a Multi-lane, Nonaccess Controlled Highway (see Section 6G.12)
Interior Lane Closure on a Multi-lane Street TA-30
Lane Closure on a Street with Uneven Directional Volumes TA-31
Half Road Closure on a Multi-lane, High-Speed Highway TA-32
Stationary Lane Closure on a Divided Highway TA-33
Lane Closure with a Temporary Traffic Barrier TA-34
Mobile Operation on a Multi-lane Road TA-35

Work Within the Traveled Way of a Freeway or Expressway (see Section 6G.14)
Lane Shift on a Freeway TA-36
Double Lane Closure on a Freeway TA-37
Interior Lane Closure on a Freeway TA-38
Median Crossover on a Freeway TA-39
Median Crossover for an Entrance Ramp TA-40
Median Crossover for an Exit Ramp TA-41
Work in the Vicinity of an Exit Ramp TA-42
Partial Exit Ramp Closure TA-43
Work in the Vicinity of an Entrance Ramp TA-44
Temporary Reversible Lane Using Movable Barriers TA-45

Work in the Vicinity of a Highway-Rail Grade Crossing (see Section 6G.19)
Work in the Vicinity of a Highway-Rail Grade Crossing TA-46



Table 6I-2.  Meaning of Symbols on Typical Application Diagrams

Type 3 barricade

Truck-mounted attenuator

Traffic or pedestrian signal

Surveyor

Temporary barrier with warning lights

Temporary barrier

Sign (shown facing left)

Warning lights

Work space

Work vehicleLuminaire

Pavement markings that should be
removed for a long-term project

Changeable message sign or support trailer

Arrow panel

Channelizing device

Arrow panel support or trailer
(shown facing down)

Flagger

Direction of temporary traffic detour

High-level warning device 
(Flag tree)

Crash cushion

Direction of traffic



Table 6I-3. Meaning of Letter Codes on Typical Application Diagrams

Road Type
Distance Between Signs**

A B C
Urban (low speed)* 30 (100) 30 (100) 30 (100)
Urban (high speed)* 100 (350) 100 (350) 100 (350)
Rural 150 (500) 150 (500) 150 (500)
Expressway / Freeway 300 (1,000) 450 (1,500) 800 (2,640)

* Speed category to be determined by highway agency
** Distances are shown in meters (feet). The column headings A, B, and C are the

dimensions shown in Figures 6I-1 through 6I-46. The A dimension is the distance
from the transition or point of restriction to the first sign. The B dimension is the
distance between the first and second signs. The C dimension is the distance
between the second and third signs. (The “first sign” is the sign in a three-sign series
that is closest to the TTC zone. The “third sign” is the sign that is furthest upstream
from the TTC zone.)

 



Table 6I-4. Formulas for Determining Taper Length

Speed (S) Taper Length (L) 
in km/h in meters

60 km/h or less L = WS2

155

70 km/h or more L = WS
1.6

Speed (S) Taper Length (L) 
in mph in feet

40 mph or less L = WS2

60

45 mph or more L = WS

Where: L = taper length in meters (feet)

W= width of offset in meters (feet)

S = posted speed limit, or off-peak 85th-percentile speed prior to work starting, or the anticipated 
operating speed in km/h (mph)

 



Plaque Sign Section Conventional Minimum Oversized
Designation Road

X:XX to X:XX AM S4-1P 7B.14 600 x 250 — 900 x 450
X:XX to X:XX PM (24 x 10) (36 x 18)

When Children Are S4-2P 7B.14 600 x 250 — 900 x 450
Present (24 x 10) (36 x 18)

School S4-3P 7B.14 600 x 200 — 900 x 300
(24 x 8) (36 x 12)

When Flashing S4-4P 7B.14 600 x 250 — 900 x 450
(24 x 10) (36 x 18)

Mon-Fri S4-6P 7B.14 600 x 250 — 900 x 450
(24 x 10) (36 x 18)

XX Meters or Feet W16-2P 7B.10 600 x 450 — 750 x 600
(24 x 18) (30 x 24)

XX m or Ft W16-2aP 7B.10 600 x 300 — 750 x 450
(24 x 12) (30 x 18)

Diagonal Arrow W16-7P 7B.11 600 x 300 — 750 x 450
(24 x 12) (30 x 18)

Diagonal Arrow W16-7P 7B.11 525 x 375 — —
(Optional Size) (21 x 15)

Ahead W16-9P 7B.10 600 x 300 — 750 x 450
(24 x 12) (30 x 18)

Table 7B-1. School Area Sign and Plaque Sizes

Note: 1. Larger sizes may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Sign Sign Section Conventional Minimum Oversized
Designation Road

School S1-1 7B.08 900 x 900 750 x 750 1200 x 1200
(36 x 36) (30 x 30) (48 x 48)

School Bus Stop Ahead S3-1 7B.12 900 x 900 750 x 750 1200 x 1200
(36 x 36) (30 x 30) (48 x 48)

School Bus Turn Ahead S3-2 7B.13 900 x 900 750 x 750 1200 x 1200
(36 x 36) (30 x 30) (48 x 48)

Reduced School Speed S4-5, 7B.15 900 x 900 750 x 750 1200 x 1200
Limit Ahead S4-5a (36 x 36) (30 x 30) (48 x 48)

School Speed Limit XX S5-1 7B.14 600 x 1200 — 900 x 1800
When Flashing (English) (24 x 48) (36 x 72)

School Speed Limit XX S5-1(M) 7B.14 600 x 1350 — 900 x 2100
When Flashing (Metric) (24 x 54) (36 x 84)

End School Zone S5-2 7B.16 600 x 750 — 900 x 1200
(24 x 30) (36 x 48)

In-Street Ped Crossing R1-6, R1-6a 7B.11 300 x 900 — —
R1-6b, R1-6c (12 x 36)

Speed Limit (School R2-1 7B.14 600 x 750 — 900 x 1200
Use) (English) (24 x 30) (36 x 48)

Speed Limit (School R2-1(M) 7B.14 600 x 900 — 900 x 1350
Use) (Metric) (24 x 36) (36 x 54)



Table 8B-1. Grade Crossing Sign and Plaque Sizes (Sheet 1 of 2)

No Right Turn Across Tracks R3-1a 8B.08, 600 x 750* — — —
10C.09 (24 x 30)

No Left Turn Across Tracks R3-2a 8B.08, 600 x 750* — — —
10C.09 (24 x 30)

Do Not Stop on Tracks R8-8 8B.09, 600 x 750 900 x 1200 — 900 x 1200
10C.05 (24 x 30) (36 x 48) (36 x 48)

Tracks Out of Service R8-9 8B.10, 600 x 600 900 x 900 — 900 x 900
10C.06 (24 x 24) (36 x 36) (36 x 36)

Stop Here When Flashing R8-10 8B.11, 600 x 900 — — 750 x 1050
10C.07 (24 x 36) (30 x 42)

Stop Here When Flashing R8-10a 8B.11, 600 x 750 — — —
10C.07 (24 x 30)

Stop Here on Red R10-6 8B.12, 600 x 900 — — 900 x 1200
10C.08 (24 x 36) (36 x 48)

Stop Here on Red R10-6a 8B.12, 600 x 750 — — —
10C.08 (24 x 30)

Highway-Rail Grade Crossing (Crossbuck) R15-1 8B.03, 1200 x 225 — — —
10C.02 (48 x 9)

Number of Tracks (plaque) R15-2P 8B.03, 675 x 450 — — —
10C.02 (27 x 18)

Exempt (plaque) R15-3P 8B.07, 600 x 300 — — —
10C.10 (24 x 12)

Light Rail Only Right Lane R15-4a 10C.13 600 x 750 — — —
(24 x 30)

Light Rail Only Left Lane R15-4b 10C.13 600 x 750 — — —
(24 x 30)

Light Rail Only Center Lane R15-4c 10C.13 600 x 750 — — —
(24 x 30)

Light Rail Do Not Pass R15-5 10C.14 600 x 750 — — —
(24 x 30)

Do Not Pass Stopped Train R15-5a 10C.14 600 x 750 — — —
(24 x 30)

Light Rail Do Not Drive On Tracks Symbol R15-6 10C.12 600 x 600 — — —
(24 x 24)

Do Not Drive On Tracks R15-6a 10C.12 600 x 750 — — —
(24 x 30)

Light Rail Divided Highway Symbol R15-7 10C.11 600 x 600 — — —
(24 x 24)

Light Rail Divided Highway Symbol R15-7a 10C.11 600 x 600 — — —
(T-Intersection) (24 x 24)
Look R15-8 8B.16, 900 x 450 — — —

10C.03 (36 x 18)
Highway-Rail Grade Crossing W10-1 8B.06, 900 Dia. 1200 Dia. — 1200 Dia.
Advance Warning 10C.15 (36 Dia.) (48 Dia.) (48 Dia.)
Exempt (plaque) W10-1aP 8B.07, 600 x 300 — — —

10C.10 (24 x 12)
Highway-Rail Grade Crossing W10-2,3,4 8B.06, 900 x 900 1200 x 1200 — 1200 x 1200
Advance Warning 10C.15 (36 x 36) (48 x 48) (48 x 48)
Low Ground Clearance W10-5 8B.17, 900 x 900 1200 x 1200 — 1200 x 1200
Highway-Rail Grade Crossing 10C.16 (36 x 36) (48 x 48) (48 x 48)
Low Ground Clearance W10-5P 8B.17, 600 x 450 — — —
(plaque) 10C.16 (24 x 18)
Light Rail Activated Blank-Out Symbol W10-7 10C.17 600 x 600 — — —

(24 x 24)
Trains May Exceed 130 km/h (80 MPH) W10-8 8B.14 900 x 900 1200 x 1200 — 1200 x 1200

(36 x 36) (48 x 48) (48 x 48)
No Train Horn (plaque) W10-9P 8B.15 600 x 450 — — —

(24 x 18)
No Signal (plaque) W10-10P 8B.06, 600 x 450 — — —

10C.15 (24 x 18)
Storage Space Symbol W10-11 8B.18, 900 x 900 1200 x 1200 — 1200 x 1200

10C.18 (36 x 36) (48 x 48) (48 x 48)

Conventional
Road

OversizedMinimumExpresswaySection
Sign

DesignationSign or Plaque

* See Table 2B-2 for minimum size required for signs facing traffic on multi-lane conventional roads
Notes: 1. Larger signs may be used when appropriate.

2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

 



Table 8B-1. Grade Crossing Sign and Plaque Sizes (Sheet 2 of 2)

Conventional
Road

OversizedMinimumExpresswaySection
Sign

DesignationSign or Plaque

* The size shown is for a typical sign. The size should be appropriately adjusted based on the amount of legend
required for the sign.

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as width x height.

Storage Space XX Meters (Feet) Between W10-11a 8B.18, 750 x 900 — — —
Tracks & Highway 10C.18 (30 x 36)
Storage Space XX Meters (Feet) Between W10-11b 8B.18, 750 x 900 — — —
Highway & Tracks Behind You 10C.18 (30 x 36)
Skewed Crossing W10-12 8B.19, 900 x 900 1200 x 1200 — 1200 x 1200

10C.19 (36 x 36) (48 x 48) (48 x 48)
Next Crossing (plaque) W10-14P 8B.17 750 x 600 — — —

(30 x 24)
Use Next Crossing (plaque) W10-14aP 8B.17 750 x 600 — — —

(30 x 24)
Rough Crossing (plaque) W10-15P 8B.17 750 x 600 — — 900 x 750

(30 x 24) (36 x 30)
Signal Ahead (plaque) W10-16P 8B.06, 750 x 600 — — —

10C.15 (30 x 24)
Light Rail Station Symbol I-12 10C.20 600 x 600 — — —

(24 x 24)
Emergency Notification I-13 8B.13, 750 x 450* — — —

10C.21 (30 x 18)



Table 9B-1. Bicycle Facility Sign and Plaque Minimum Sizes (Sheet 1 of 2)

Sign or Plaque Sign Minimum Sign Size
Designation Shared-Use Path Roadway

Stop R1-1 450 x 450 750 x 750
(18 x 18) (30 x 30)

Yield R1-2 450 x 450 x 450 750 x 750 x 750
(18 x 18 x 18) (30 x 30 x 30)

Bicycle Lane R3-17 — 750 x 600
(30 x 24)

Bicycle Lane (plaques) R3-17aP, R3-17bP — 750 x 300
(30 x 12)

Movement Restriction R4-1a, 2, 3, 7 300 x 450 450 x 600
(12 x 18) (18 x 24)

Begin Right Turn Lane Yield to Bikes R4-4 — 900 x 750
(36 x 30)

Bicycles May Use Full Lane R4-11 — 750 x 750
(30 x 30)

Bicycle Wrong Way R5-1b 300 x 450 300 x 450
(12 x 18) (12 x 18)

No Motor Vehicles R5-3 600 x 600 600 x 600
(24 x 24) (24 x 24)

No Bicycles R5-6 600 x 600 600 x 600
(24 x 24) (24 x 24)

No Parking Bike Lane R7-9,9a — 300 x 450
(12 x 18)

No Pedestrians  R9-3 450 x 450 450 x 450
(18 x 18) (18 x 18)

Ride With Traffic (plaque) R9-3cP 300 x 300 300 x 300
(12 x 12) (12 x 12)

Bicycle Regulatory R9-5,6 300 x 450 300 x 450
(12 x 18) (12 x 18)

Shared-Use Path Restriction R9-7 300 x 450 —
(12 x 18)

No Skaters R9-13 450 x 450 450 x 450
(18 x 18) (18 x 18)

No Equestrians R9-14 450 x 450 450 x 450
(18 x 18) (18 x 18)

Push Button for Green Light R10-4 225 x 300 225 x 300
(9 x 12) (9 x 12)

To Request Green Wait on Symbol R10-22 300 x 450 300 x 450
(12 x 18) (12 x 18)

Bike Push Button for Green Light R10-24 225 x 375 225 x 375
(9 x 15) (9 x 15)

Push Button to Turn On Warning R10-25 225 x 300 225 x 300
Lights (9 x 12) (9 x 12)
Bike Push Button for Green Light R10-26 225 x 375 225 x 375
(arrow) (9 x 15) (9 x 15)
Railroad Crossbuck R15-1 600 x 112 1200 x 225

(24 x 4.5) (48 x 9)
Number of Tracks (plaque) R15-2P 337 x 225 675 x 450

(13.5 x 9) (27 x 18)
Look R15-8 450 x 225 900 x 450

(18 x 9) (36 x 18)
Turn and Curve Warning W1-1,2,3,4,5 450 x 450 600 x 600

(18 x 18) (24 x 24)
Arrow Warning W1-6,7 600 x 300 900 x 450

(24 x 12) (36 x 18)
Intersection Warning W2-1,2,3,4,5 450 x 450 600 x 600

(18 x 18) (24 x 24)
Stop,Yield, Signal Ahead W3-1,2,3 450 x 450 750 x 750

(18 x 18) (30 x 30)
Narrow Bridge W5-2 450 x 450 750 x 750

(18 x 18) (30 x 30)
Path Narrows W5-4a 450 x 450 750 x 750

(18 x 18) (30 x 30)
Hill W7-5 450 x 450 750 x 750

(18 x 18) (30 x 30)
Bump or Dip W8-1,2 450 x 450 600 x 600

(18 x 18) (24 x 24)
Pavement Ends W8-3 450 x 450 750 x 750

(18 x 18) (30 x 30)
Bicycle Surface Condition W8-10 450 x 450 750 x 750

(18 x 18) (30 x 30)
Slippery When Wet (plaque) W8-10P 300 x 225 300 x 225

(12 x 9) (12 x 9)
Advance Grade Crossing W10-1 750 Dia. 900 Dia.

(30 Dia.) (36 Dia.)
Skewed Crossing W10-12 450 x 450 900 x 900

(18 x 18) (36 x 36)

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as 

width x height.

 



Table 9B-1. Bicycle Facility Sign and Plaque Minimum Sizes (Sheet 2 of 2)

Notes: 1. Larger signs may be used when appropriate.
2. Dimensions are shown in millimeters followed by inches in parentheses and are shown as 

width x height.

Sign or Plaque Sign Minimum Sign Size
Designation Shared-Use Path Roadway

Bicycle Warning W11-1 450 x 450 600 x 600
(18 x 18) (24 x 24)

Pedestrian Crossing W11-2 450 x 450 600 x 600
(18 x 18) (24 x 24)

Combination Bike and Ped Crossing W11-15 450 x 450 750 x 750
(18 x 18) (30 x 30)

Trail Crossing (plaque) W11-15P 450 x 300 600 x 450
(18 x 12) (24 x 18)

Low Clearance W12-2 450 x 450 750 x 750
(18 x 18) (30 x 30)

Playground W15-1 450 x 450 600 x 600
(18 x 18) (24 x 24)

Share the Road (plaque) W16-1P — 450 x 600
(18 x 24)

XX Meters or Feet W16-2P 450 x 300 600 x 450
(18 x 12) (24 x 18)

XX m or Ft W16-2aP — 600 x 300
(24 x 12)

Diagonal Arrow (plaque) W16-7P — 600 x 300
(24 x 12)

Ahead (plaque) W16-9P — 600 x 300
(24 x 12)

Destination D1-1, D1-1a varies x 150 varies x 450
(1 line) (varies x 6) (varies x 18)
Bicycle Destination D1-1b, D1-1c varies x 150 varies x 150
(1 line) (varies x 6) (varies x 6)
Destination (2 lines) D1-2, D1-2a varies x 300 varies x 750

(varies x 12) (varies x 30)
Bicycle Destination D1-2b, D1-2c varies x 300 varies x 300
(2 lines) (varies x 12) (varies x 12)
Destination (3 lines) D1-3, D1-3a varies x 450 varies x 1050

(varies x 18) (varies x 42)
Bicycle Destination D1-3b, D1-3c varies x 450 varies x 450
(3 lines) (varies x 18) (varies x 18)
Street Name D3-1 varies x 150 varies x 200

(varies x 6) (varies x 8)
Bicycle Parking D4-3 300 x 450 300 x 450

(12 x 18) (12 x 18)
Reference Location D10-1 150 x 300 250 x 450
(1-digit) (6 x 12) (10 x 18)
Intermediate Reference D10-1a 150 x 450 250 x 675
Location (1-digit) (6 x 18) (10 x 27)
Reference Location D10-2 150 x 450 250 x 675
(2-digit) (6 x 18) (10 x 27)
Intermediate Reference D10-2a 150 x 600 250 x 900
Location (2-digit) (6 x 24) (10 x 36)
Reference Location D10-3 150 x 600 250 x 900
(3-digit) (6 x 24) (10 x 36)
Intermediate Reference D10-3a 150 x 750 250 x 1200
Location (3-digit) (6 x 30) (10 x 48)
Bike Route D11-1, D11-1c 600 x 450 600 x 450

(24 x 18) (24 x 18)
Bicycles Permitted D11-1a 450 x 450 —

(18 x 18)
Bike Route (plaque) D11-1bP 450 x 150 —

(18 x 6)
Pedestrians Permitted D11-2 450 x 450 —

(18 x 18)
Skaters Permitted D11-3 450 x 450 —

(18 x 18)
Equestrians Permitted D11-4 450 x 450 —

(18 x 18)
Bicycle Route M1-8, M1-8a 300 x 450 300 x 450

(12 x 18) (12 x 18)
U.S. Bicycle Route M1-9 450 x 600 450 x 600

(18 x 24) (18 x 24)
Bicycle Route Auxiliary Signs  M2-1, M3-1, 2, 3, 4, M4-1, 1a 300 x 150 300 x 150

M4-2, 3, 5, 6, 7, 7a, 8, 14 (12 x 6) (12 x 6)
Bicycle Route Arrow Signs M5-1, 2 300 x 225 300 x 225

M6-1, 2, 3, 4, 5, 6, 7 (12 x 9) (12 x 9)
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